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 DOCUMENT PURPOSE 

1.01 The Alamo Colleges Telecommunications Infrastructure Standard is a guideline for 
structured cabling infrastructure systems and spaces to be applied by the design team for 
new or renovated facilities. Information herein is applicable to the technical designer, 
Architect, MEP, and contractors, and shall be taken into account for each project by all 
team members. 

A. The standard sets forth parameters for the technical system, in addition to the site 
and building requirements, to facilitate a properly installed standards-compliant 
cabling plant, organized as follows: 

1. Telecommunications Spaces; Architectural, HVAC, Power, Entrance Pathways 
and Conduits 

2. Pathways; Cable Management in Telecommunications Spaces, Cable Support in 
Pathways 

3. System Requirements; Backbone Cabling, Horizontal Cabling, Grounding, 
Labeling, Testing, and As-Built Documentation. 

4. Telecommunications Diagrams; Backbone, Building MDF/IDF configuration, 
MDF/IDF layouts & rack elevations 

1.02 The standard addresses infrastructure for non-specialty campus buildings. Data centers 
and specialty facilities shall be evaluated on a case-by-case basis and shall incorporate 
applicable MDF requirements and ANSI/TIA-942-B provisions as directed by ITS Network 
Operations. 

1.03 Designers shall not deviate from this standard without explicit written approval from the 
owner. 

1.04 The design team shall coordinate and schedule a meeting with Alamo Colleges ITS 
Network Operations to review the following: 

A. Overall standards document. 

B. Technology specifications document. 

C. MDF/IDF layout. 

D. Horizontal cabling design. 

E. Backbone and Uplink cabling design. 

F. Electrical power needs within MDF/IDF spaces. 

G. HVAC design within MDF/IDF spaces. 

H. Telecom grounding system design. 
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1.05 Any deviations shall immediately be brought to the attention of the owner’s representative 
in writing for resolution. 

1.06 Where specific product brands are mentioned, an equal equivalent will be considered 
following an official submission of product literature and acceptance by the Alamo 
Colleges Information Technology Services (ITS) Department. 

1.07 Where means, methods, or best practices are addressed by this Standard, the 
requirements of this Standard shall be the preferred and governing path to the fullest 
extent permitted by applicable law and code. Contractors shall not substitute a 
manufacturer recommendation, industry practice, external standard, or code 
interpretation for an Alamo Colleges requirement without prior written authorization from 
Alamo Colleges ITS Network Operations. If a mandatory law or code requirement 
conflicts with this Standard, the Contractor shall identify the conflict in writing and obtain 
written direction from ITS Network Operations before proceeding; the applicable legal or 
code requirement shall govern only to the extent required. 

1.08 Basic contractor qualifications are set forth but may be made more stringent as 
applicable to each project based upon size and scope. 

 DOCUMENT HISTORY 

2.01 This document supersedes all previous standards which have been fully reevaluated and 
described herein by the Alamo Colleges Information Technology Services Department, 
and Facilities Operations and Construction Management Department. 

2.02 The contents of the standard were derived by the assembly and input from ITS and 
Facilities Operations and Construction Management members. 

 INDUSTRY STANDARDS 

3.01 The following industry standards shall be adhered to, unless specifically directed 
otherwise, by Alamo Colleges. The list is not all-inclusive and does not alleviate 
compliance with applicable standards, codes, and best practices: 

A. ANSI/TIA-568.0-D Generic Telecommunications Cabling for Customer Premises 

B. ANSI/TIA-568.1-D Commercial Building Telecommunication Cabling Standards – 
Part 1 General Requirements 

C. ANSI/TIA-568.2-D Balanced Twisted-Pair Telecommunications Cabling and 
Components Standard 

D. ANSI/TIA-568.3-D Optical Fiber Cabling Components Standard 

E. ANSI/TIA-569-E Commercial Building Standard for Telecommunications Pathways 
and Spaces  

F. ANSI/TIA-598-D Optical Fiber Cable Color Coding 

G. ANSI/TIA-606-D Administration Standard for Telecommunications Infrastructure  

H. ANSI/TIA-607-E Generic Telecommunications Bonding and Grounding (Earthing) for 
Customer Premises 

I. ANSI/TIA-758-B Customer-owned Outside Plant Telecommunications Infrastructure 
Standard 
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J. ANSI/TIA-526-7-A Measurement of Optical Power Loss of Installed Singlemode Fiber 
Cable Plant – OFSTP-7 

K. ANSI/TIA-526-14-C Optical Power Loss Measurements of Installed Multimode Fiber 
Cable Plant – OFSTP-14 

L. ANSI/TIA-1152-A Field Testing of Installed Twisted-Pair Cabling 

M. ANSI/TIA-942-B Telecommunications Infrastructure Standard for Data Centers 

N. ADA – Americans with Disabilities Act of 2010 
www.ada.gov/2010ADAstandards_index.htm 

O. AIA – American Institute of Architects 
www.aia.org 

P. ANSI – American National Standards Institute 
www.ansi.org 

Q. ASHE – American Society of Healthcare Engineering 
www.ashe.org 

R. ASTM – American Society of Testing and Materials 
www.astm.org 

S. BICSI – Building Industry Consulting Service International, Inc. 
(RCDD Standards) 
www.bicsi.org 

T. CFR – Code of Federal Regulations 
www.gpo.gov/fdsys/browse/collectionCfr.action?collectionCode=CFR 
(Available from the Government Printing Office) 
(Material is usually first published in the Federal Register) 

U. U.S. Copyright Law, December 2016 
www.copyright.gov/title17 

V. ECIA – Electronic Components Industry Association 
ESC – EIA Standards Council 
www.eciaonline.org 

W. IACS – International Annealed Copper Standard 
www.ndt-ed.org/GeneralResources/IACS/IACS.htm 

X. IEC – International Electrotechnical Commission 
www.iec.ch 

Y. IEEE – Institute of Electrical and Electronics Engineers 
standards.ieee.org 

Z. ISO – International Organization for Standardization 
www.iso.org 

AA. ITU-T – International Telecommunication Union – Telecommunication 
www.itu.int 
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AB. NEC – National Electrical Code (NFPA 70) 
maintained by NFPA – National Fire Protection Association 
www.nfpa.org 

AC. NECA – National Electrical Contractors Association 
www.necanet.org 

AD. NEMA – National Electrical Manufacturers Association 
www.nema.org 

AE. OSHA – Occupational Safety and Health Administration 
(U.S. Department of Labor, OSHA) 
www.osha.gov 

AF. TIA – Telecommunications Industry Association 
www.tiaonline.org/standards 

AG. UL – Underwriters’ Laboratories 
www.ul.com 

AH. Applicable Flame Test: UL 910 (NFPA 262 2019). 

 CONTRACTOR QUALIFICATIONS 

4.01 The designer shall include the following Contractor Minimum Qualifications with each 
project specification: 

A. Contractor shall be certified by the manufacturer of all products to furnish a 15-year 
performance certification for cabling and connectivity, and applicable manufacturer 
warranties for the remaining products. 

4.02 Specific project contractual documents and or requirements developed by the A/E design 
team for construction shall supersede this standards document. 

4.03 Company has the required Prior Project Experience: At least 5 years of installation of 
structured cabling systems. My company can provide a minimum of three (3) project 
references that have/had a similar scope and each project equal at least 80% of the base 
bid price for this project. 

4.04 References must include contact name, phone number, email address, brief description 
of project, date of completion, and contract amount. 

4.05 Company meets all of the following minimum qualifications in order to be considered 
qualified to perform this contract. My company certifies that it: 

A. Maintains installers/technicians, certified in the solution being proposed herein. 

B. Can respond on-site to standard service calls within 8 hours (business hours) time. 
Can respond on-site to emergency service calls within 4 hours (business hours) time. 

 NOMENCLATURE 

5.01 In many cases, industry nomenclature is used, but is blended with district-specific terms 
to best suit the College’s needs. 

A. Industry Specific 
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1. MDF – Main Distribution Frame, the main point of connection for service 
providers; houses backbone terminations and telecommunications equipment for 
cross-connection and distribution to Intermediate Distribution Frames and other 
backbone systems. 

2. IDF – Intermediate Distribution Frame, houses the backbone terminations and 
telecommunications equipment for cross-connection and distribution to user 
workstations. 

B. Alamo Colleges Specific 

1. Campus MDF – MDF that serves the entire campus by distributing backbone 
connections to the first IDF in each other building on campus and to the IDF-2s of 
the building in which it resides. Campus MDFs shall not terminate desktop data, 
voice/telephone, or other horizontal endpoint cabling. 

2. Building MDF – MDF that distributes backbone cables to the IDF-2s in the 
building in which it resides. Applies to stand-alone single buildings. Building 
MDFs shall not terminate desktop data, voice/telephone, or other horizontal 
endpoint cabling. 

3. IDF-1 – the first IDF in every other campus building that distributes backbone 
cabling to the IDF-2s of the building in which it resides, and cross connects to 
user workstations. Does not apply to the building with the Campus MDF or stand-
alone single buildings with a Building MDF. 

4. IDF-2 – IDFs that are not serving as an IDF-1, receive backbone cabling from the 
Campus MDF, Building MDF, or IDF-1, and cross connects to user workstations. 

 DISTRICT INFRASTRUCTURE STANDARDS 

6.01 Telecommunications Spaces 

A. Campus MDF (does not apply to a stand-alone single-building facility) 

1. Description 

a. The Campus MDF is a Telecommunications space that serves a multi-
building facility or campus. There is only (1) on each campus. 

b. The Campus MDF houses the entrance conduits, terminations, and cross 
connections for all incoming inter-building backbone cabling from the IDF-1s 
in other buildings on the campus, and the intra-building backbone cabling 
from the IDF-2s of the building in which it resides. The Campus MDF shall 
not house horizontal cross connects to user endpoints or house horizontal 
cable terminations within its allocated square footage. Desktop data, 
voice/telephone, and other horizontal endpoint cabling shall be served from 
the nearest applicable IDF and shall not terminate in the Campus MDF 
unless specifically authorized in writing by ITS Network Operations. 

c. Wall and floor space shall be reserved for service provider demarcation 
equipment and incoming infrastructure terminations. 

d. Campus distribution network equipment, servers, and other centralized 
telecommunications related equipment will reside in the Campus MDF; the 
Campus MDF is not intended to support academic or district servers, which 
will reside in separate space. 
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e. The Campus MDF may share space with other systems such as security 
panels, fire alarm panels, paging systems, CATV, and building control 
panels. 

f. The Campus MDF shall not be used for storage, serve as a mechanical or 
electrical distribution space, nor shall it have, within its space, main electrical 
feeds, water or sprinkler main lines. 

g. The Campus MDF shall not contain or serve as a path to a roof hatch, roof 
ladder, roof access door, or other roof access point. 

h. MDFs shall not be located near sources of water or plumbing. Neither shall 
the MDF be adjacent to restrooms or plumbing chases nor shall plumbing be 
routed over the MDF rooms. 

i. AC ducts or active water pipes should not be present in an MDF or pass over 
the equipment racks but if it is unavoidable, a drip pan shall be installed 
above the rack with a discharge hose and leak sensor alarm 

j. The layout of racks, cabinets, wall fields, and cable management shall be as 
indicated on the attached diagrams. An in-place mock up shall be provided 
for ITS Network Operations to make any adjustments to the layout prior to 
the Contractor securing anything to the walls or floor. 

2. Architectural (Campus MDF) 

a. The Campus MDF shall be a minimum of 600 square feet with a minimum 
clear lineal wall length of at least 30 feet; all walls shall go to deck. Refer to 
MDF diagram for dimensions as minimum depth and width are critical to 
proper front/rear rack clearances. 

b. The floor is not required to be raised; floor finish shall be concrete sealed 
(with epoxy-based, non-conductive sealant) and polished. 

c. The Campus MDF shall not contain windows. 

d. Campus MDF shall have an exterior wall that is within 50 feet of the building 
exterior, and not be located adjacent to or below restrooms or other water-
based facilities, or sources of EMI and mechanical vibration. 

e. The Campus MDF shall have a minimum 2-hour fire-resistance rating in 
accordance with IBC and NFPA requirements. 

f. All walls of the Campus MDF shall be covered with AC Grade ¾” Fire 
Retardant Plywood, aligned vertically starting at 18 inches above finished 
floor extending to 114” above finished floor. The plywood shall be painted, 
but the contractor shall temporarily mask each fire-rating stamp before 
painting. The contractor shall remove the masking after painting and ensure 
each stamp remains visible and is not painted or permanently covered. 

g. The room shall be without a ceiling, if possible, or a lift-out tile ceiling, when 
required. Cables or devices penetrating the ceiling tiles shall not pass 
through a bare ceiling tile but shall be routed through adequately sized 
bushings. The ceiling shall be a minimum of 24 inches above the highest 
rack or cable runway; 36 inches is recommended. 

h. Entry to the space shall be through a minimum 42-inch by 80-inch clear door 
opening that swings outward. The door shall be solid core or steel with no 
window. The door shall securely lock, and access shall only be by Alamo 
Colleges - approved personnel. The door shall open to an interior hallway or 
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space; it is not recommended that the door open to the exterior of the 
building. 

i. Access control and surveillance shall comply with the requirements in the 
Access Control and Surveillance subsection below. 

j. Fire suppression for the Campus MDF shall be sprinklers in the MDF when 
the remainder of the building is equipped with a sprinkler system. 

k. A pre-action fire suppression system shall be considered by the design team 
on a case-by-case basis. For each project, the design team (architect, MEP 
and technology consultant) shall coordinate meeting with the Owner to 
discuss full MEP design including pre-action fire suppression system needs. 

l. Access Control and Surveillance 

i. The Campus MDF entrance shall be equipped with an Alamo Colleges-
standard, HID-compatible, networked electronic proximity lockset 
mounted on the door wherever door construction, fire rating, egress 
requirements, and applicable code permit. The existing basis-of-design 
platform is the Schlage AD-300; provide the latest door-mounted 
proximity lock approved and in current use by Alamo Colleges at the time 
of design. The lock shall integrate with the District’s Genetec access-
control system. A wall-mounted reader with separate electrified door 
hardware may be used only when a door-mounted lockset is 
impracticable or prohibited and only with prior written approval from ITS 
Network Operations and the District access-control authority. 

ii. The Campus MDF room shall be equipped with a minimum of one (1) 
Genetec-compatible IP security camera providing coverage of the 
entrance door, equipment racks, and cable management areas. 

iii. MDF and IDF doors shall be keyed to the District’s restricted key system 
in accordance with Alamo Colleges standards and as administered by 
the District Locksmith, currently Texas Lock, or other ITS-approved 
vendor. 

3. HVAC (Campus MDF) 

a. The Campus MDF shall be serviced by a dedicated computer room air 
conditioning (CRAC) unit that is part of the building’s main system and 
managed and monitored by the building management system. The unit shall 
maintain a constant 24/7 cooled environment between 68° and 75° F with 
humidity of 41.9°F Dew Point to 60% RH and 59°F Dew Point, or the current 
ASHRAE recommendations at the time of construction. 

b. Typically, the minimum HVAC load shall be designed to displace 20KW of 
power, or 6 Tons, and shall be designed to load, if the known load is greater 
at the time of design. For each project, the design team (architect, MEP and 
technology consultant) shall coordinate a meeting with the Owner to discuss 
full MEP design including HVAC system needs. 

c. It is recommended that the Campus MDF maintain the stated temperature 
and humidity in the event of building power outages or primary HVAC system 
failure. 

d. Air delivery shall be aligned in the front of the equipment rows and returns at 
the rear of the equipment rows. 
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e. All Campus MDFs shall include environmental monitoring integrated into the 
District’s network monitoring system. 

i. At minimum, the following shall be installed: 

a. Temperature sensor 

b. Humidity sensor 

c. Water detection sensor 

d. Door open/close sensor 

e. Power failure notification 

ii. Environmental alerts shall be configured to notify ITS Network 
Operations within 60 seconds of threshold breach. 

4. Lighting (Campus MDF) 

a. Light fixtures shall be at least 12 inches above the top of the highest rack or 
cable runway, 18 inches is recommended. Lighting shall be a minimum of 50-
foot candles measured at 3 feet above the floor in the entire space. 

b. The Campus MDF shall be equipped with emergency lighting to keep the 
space lit during power outages. 

5. Power (Campus MDF) 

a. Power for the Campus MDF shall be in two categories: dedicated and 
convenience. 

b. All power outlets must be labeled with electrical panel and circuit location 
information with permanently attached label. 

c. Dedicated 

i. The Campus MDF shall be provided with dedicated electrical feeder(s) 
sized and configured to match the input requirements of the ITS-
approved Vertiv Liebert APS UPS system or current ITS-approved 
equivalent. Voltage, phase, conductor count, overcurrent protection, 
disconnecting means, and hardwired or receptacle connection shall be 
coordinated by the MEP engineer with the UPS manufacturer and ITS 
Network Operations. Each feeder, disconnect, and receptacle shall be 
permanently labeled with the serving panel and circuit information. 

ii. The Campus MDF shall be equipped with a Vertiv Liebert APS Series 
UPS system, or current ITS-approved equivalent. The UPS system shall 
be sized for a minimum capacity equal to twice the calculated expected 
connected load and shall include battery capacity to provide a minimum 
of three (3) hours of runtime at the expected connected load. Provide 
additional UPS modules, battery cabinets, feeder capacity, maintenance 
bypass equipment, and space as required to meet the capacity, 
redundancy, and runtime requirements. 

iii. Additional power circuits to be allocated to security, fire alarm, building 
controls, and service provider equipment shall be considered and 
coordinated at the time of building design. Security panels located within 
an MDF or IDF shall be provided with power in accordance with the 
current Alamo Colleges Security Standards. Required circuits and 
connection methods shall be coordinated with the Security Department, 
ITS Network Operations, and the electrical design. 
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iv. Power distribution to the racks and cabinets shall be achieved by 
installing PDUs which are not within the scope of this document and are 
to be provided by the ITS Network Operations. 

v. For each project, the design team (architect, MEP, and technology 
consultant) shall coordinate a meeting with the Owner to discuss full 
MEP design including HVAC system needs. 

d. Convenience 

i. The Campus MDF shall be equipped with 20 Amp Duplex NEMA 5-20R 
receptacles, with maximum (6) receptacles on each circuit. The 
originating electrical panel shall be equipped with a 20 Amp breaker per 
circuit. 

ii. A Duplex receptacle shall be spaced at least 1 foot from an adjacent wall 
and every 6 feet thereafter. A minimum of (1) Duplex receptacle shall be 
placed in each wall and be flush mounted to the finished wall surface at 
18 inches above finished floor. 

iii. Refer to MDF layout diagrams for outlet locations. 

6. Racks and Cable Management (Campus MDF) 

a. The Campus MDF shall be equipped with four (4) Standard 2-post 
Equipment Racks. 

b. Equipment racks shall not be anchored or bolted to the floor until the final 
rack location and orientation have been reviewed and approved by ITS 
Network Operations. Approval shall be obtained during an on-site layout 
review or in writing before drilling or installing anchors. 

i. Each rack shall be equipped with a vertical cable manager on both sides 
of the rack. Adjacent racks may share a vertical wire manager between 
them. 

ii. Each rack shall be equipped with a horizontal wire manager above and 
below each horizontal patch panel and each network switch. 

c. The Campus MDF shall be equipped with (2) Server Cabinets. Cabinets shall 
be bayed together with removable side panels when mounted adjacently. 
The fronts of the cabinets shall face the front of the future cabinet row to 
allow for a hot row cold row configuration. 

i. Space shall be allocated for an additional (7) future Server Cabinets. 

ii. Space equivalent to (2) Server Cabinets shall be allocated for service 
provider equipment. 

d. The Campus MDF shall be equipped with cable runway encircling the room 
at 86 inches above the finished floor and crossing the room parallel to the 
rack rows (3) times. 

i. Cable runway shall attach to the tops of Standard Equipment Racks 
utilizing rack-to-runway hardware kits. 

ii. Cable runway shall suspend above Server Cabinets and be supported 
overhead by all thread to the building structure utilizing manufacturer-
approved hardware and methods. 

iii. A vertical section of cable runway shall be attached to the wall board to 
manage backbone and service provider cables as they transition from 
the entrance conduits to the overhead cable runway. 
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7. Fiber Routing System 

a. In each MDF, Design shall include a Fiber Routing System horizontally 
adjacent to above rack tray system. All fiber cables shall be placed in Fiber 
Routing System. 

b. Duct shall be made of 6”x4” yellow PVC material. All straight sections, 
corners and drop out shall be part of a complete manufactured system. 

B. Building MDF (does not apply to a multi-building campus facility) 

1. Description 

a. The Building MDF is a Telecommunications space that serves a single stand-
alone building that is not part of a multi-building campus. There is only (1) in 
each stand-alone building. 

b. The Building MDF houses the entrance conduits, terminations, and cross 
connections for all incoming intra-building backbone cabling from the IDF-2s 
of the building in which it resides. It shall not house cross connects to user 
workstations or horizontal cable terminations. Desktop data, voice/telephone, 
and other horizontal endpoint cabling shall be served from the nearest 
applicable IDF and shall not terminate in the Building MDF unless specifically 
authorized in writing by ITS Network Operations. 

c. Wall and floor space shall be reserved for service provider demarcation 
equipment and incoming infrastructure terminations. 

d. Building distribution network equipment, servers, and other 
telecommunications related equipment will reside in the Building MDF. 

e. The Building MDF may share space with other systems such as security 
panels, fire alarm panels, and building control panels. 

f. The Building MDF shall not be used for storage, serve as a mechanical or 
electrical distribution space, nor shall it have within its space main electrical 
feeds, water or sprinkler main lines. 

g. The Building MDF shall not contain or serve as a path to a roof hatch, roof 
ladder, roof access door, or other roof access point. 

h. The layout of racks, cabinets, wall fields and cable management shall be as 
indicated on the attached diagram. An in-place mock up shall be provided for 
ITS Network Operations to make any adjustments to the layout prior to the 
Contractor securing anything to the walls or floor. 

2. Architectural (Building MDF) 

a. The Building MDF shall be a minimum of 400 square feet with a minimum 
clear linear wall length of at least 25 feet; all walls shall go to deck. 

b. The floor is not required to be raised; floor finish shall be concrete sealed 
(with epoxy-based, non-conductive sealant) and polished. 

c. The Building MDF shall not contain windows. 

d. Building MDF shall have an exterior wall that is within 50 feet of the building 
exterior, and not be located adjacent to or below restrooms or other water-
based facilities, or sources of EMI and mechanical vibration. 
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e. MDFs shall not be located near sources of water or plumbing. Neither shall 
the MDF be adjacent to restrooms or plumbing chases nor shall plumbing be 
routed over the MDF rooms. 

f. The Building MDF shall have a minimum 2-hour fire-resistance rating in 
accordance with IBC and NFPA requirements. 

g. Light fixtures shall be at least 12 inches above the top of the highest rack or 
cable runway, 18 inches is recommended. Lighting shall be a minimum of 50-
foot candles measured at 3 feet above the floor in the entire space. 

h. The room shall be without a ceiling if possible or a lift-out tile ceiling when 
required. Cables or devices penetrating the ceiling tiles shall not pass 
through a bare ceiling tile but shall be routed through adequately sized 
bushings. The ceiling shall be a minimum of 24 inches above the highest 
rack or cable runway, 36 inches is recommended. 

i. Entry to the space shall be through a minimum 42-inch by 80-inch clear door 
opening that swings outward. Door shall be solid core or steel with no 
window. The door shall securely lock, and access shall only be by Alamo 
Colleges approved personnel. The door shall open to an interior hallway or 
space; it is not recommended that the door open to the exterior of the 
building. 

j. Access control and surveillance shall comply with the requirements in the 
Access Control and Surveillance subsection below. 

k. Fire suppression for the Building MDF shall be sprinklers in the MDF when 
the remainder of the building is equipped with a sprinkler system. 

l. A pre-action fire suppression system shall be considered by the design team 
on a case-by-case basis. 

m. Access Control and Surveillance 

i. The Building MDF entrance shall be equipped with an Alamo Colleges-
standard, HID-compatible, networked electronic proximity lockset 
mounted on the door wherever door construction, fire rating, egress 
requirements, and applicable code permit. The existing basis-of-design 
platform is the Schlage AD-300; provide the latest door-mounted 
proximity lock approved and in current use by Alamo Colleges at the time 
of design. The lock shall integrate with the District’s Genetec access-
control system. A wall-mounted reader with separate electrified door 
hardware may be used only when a door-mounted lockset is 
impracticable or prohibited and only with prior written approval from ITS 
Network Operations and the District access-control authority. 

ii. The Building MDF room shall be equipped with a minimum of one (1) 
Genetec-compatible IP security camera providing coverage of the 
entrance door, equipment racks, and cable management areas. 

iii. MDF and IDF doors shall be keyed to the District’s restricted key system 
in accordance with Alamo Colleges standards and as administered by 
the District Locksmith, currently Texas Lock, or other ITS-approved 
vendor. 

n. All walls of the Building MDF shall be covered with AC Grade ¾” Fire 
Retardant Plywood, aligned vertically starting at 18 inches above finished 
floor extending to 114” above finished floor. The plywood shall be painted, 
but the contractor shall temporarily mask each fire-rating stamp before 
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painting. The contractor shall remove the masking after painting and ensure 
each stamp remains visible and is not painted or permanently covered. 

3. HVAC (Building MDF) 

a. The Building MDF shall be serviced by a dedicated computer room air 
conditioning (CRAC) unit that is part of the building’s main system. The unit 
shall maintain a constant 24/7 cooled environment between 68° and 75° F 
with humidity of 41.9°F Dew Point to 60% RH and 59°F Dew Point, or the 
current ASHRAE recommendations at the time of construction. 

b. The HVAC load shall be designed to displace a minimum of 12KW of power, 
or 3.5 Tons, and shall be designed to load, if the known load is greater at the 
time of design. 

c. It is recommended that the Building MDF maintain the stated temperature 
and humidity in the event of building power outages or primary HVAC system 
failure. 

d. Air delivery shall be aligned in the front of the equipment rows and returns at 
the rear of the equipment rows. 

e. All Building MDFs shall include environmental monitoring integrated into the 
District’s network monitoring system. 

i. At minimum, the following shall be installed: 

a. Temperature sensor 

b. Humidity sensor 

c. Water detection sensor 

d. Door open/close sensor 

e. Power failure notification 

ii. Environmental alerts shall be configured to notify ITS Network 
Operations within 90 seconds of threshold breach. 

4. Lighting (Building MDF) 

a. Light fixtures shall be at least 12 inches above the top of the highest rack or 
cable runway, 18 inches is recommended. Lighting shall be a minimum of 50-
foot candles measured at 3 feet above the floor in the entire space. 

b. The Building MDF shall be equipped with emergency lighting to keep the 
space lit during power outages. 

5. Power (Building MDF) 

a. Power for the Building MDF shall be in two categories: dedicated and 
convenience. 

b. Dedicated 

i. The Building MDF shall be provided with dedicated electrical feeder(s) 
sized and configured to match the input requirements of the ITS-
approved Vertiv Liebert APS UPS system or current ITS-approved 
equivalent. Voltage, phase, conductor count, overcurrent protection, 
disconnecting means, and hardwired or receptacle connection shall be 
coordinated by the MEP engineer with the UPS manufacturer and ITS 
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Network Operations. Each feeder, disconnect, and receptacle shall be 
permanently labeled with the serving panel and circuit information. 

ii. The Building MDF shall be equipped with a Vertiv Liebert APS Series 
UPS system, or current ITS-approved equivalent. The UPS system shall 
be sized for a minimum capacity equal to twice the calculated expected 
connected load and shall include battery capacity to provide a minimum 
of three (3) hours of runtime at the expected connected load. Provide 
additional UPS modules, battery cabinets, feeder capacity, maintenance 
bypass equipment, and space as required to meet the capacity, 
redundancy, and runtime requirements. 

iii. Additional power circuits to be allocated to security, fire alarm, CATV, 
building controls, and service provider equipment shall be considered 
and coordinated at the time of building design. Security panels located 
within an MDF or IDF shall be provided with power in accordance with 
the current Alamo Colleges Security Standards. Required circuits and 
connection methods shall be coordinated with the Security Department, 
ITS Network Operations, and the electrical design. 

iv. Power distribution to the racks and cabinets shall be achieved by 
installing PDUs which are not within the scope of this document and are 
to be provided by the ITS Network Operations. 

c. Convenience 

i. The Building MDF shall be equipped with 20 Amp Duplex NEMA 5-20R 
receptacles, with maximum (6) receptacles on each circuit. The 
originating electrical panel shall be equipped with a 20 Amp breaker per 
circuit. 

ii. A Duplex receptacle shall be spaced at least 1 foot from an adjacent wall 
and every 6 feet thereafter. A minimum of (1) Duplex receptacle shall be 
placed in each wall and be flush mounted to the finished wall surface at 
18 inches above finished floor. 

6. Racks and Cable Management (Building MDF) 

a. The Building MDF shall be equipped with (4) Standard Equipment Racks. 

i. Equipment racks shall not be anchored or bolted to the floor until the final 
rack location and orientation have been reviewed and approved by ITS 
Network Operations. Approval shall be obtained during an on-site layout 
review or in writing before drilling or installing anchors. 

ii. Each rack shall be equipped with a vertical cable manager on both sides 
of the rack. Adjacent racks may share a vertical wire manager between 
them. 

iii. Each rack shall be equipped with a horizontal wire manager above and 
below each horizontal patch panel and each network switch. 

iv. Appropriate mounting screws per rack shall be provided by contractor 

b. The Building MDF shall be equipped with (1) Server Cabinet. The fronts of 
the cabinets shall face the row of equipment racks. 

i. Space shall be allocated for an additional (3) future Server Cabinets. 

ii. Cabinets shall be bayed together with sides removed when mounted 
adjacently. 
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iii. Wall space at the back of the Building MDF shall be allocated for service 
provider equipment. 

c. The Building MDF shall be equipped with cable runway encircling the room at 
86 inches above the finished floor and crossing the room parallel to the rack 
rows (2) times. 

i. Cable runway shall attach to the tops of Standard Equipment Racks 
utilizing rack-to-runway hardware kits. 

ii. Cable runway shall suspend above Server Cabinets and be supported 
overhead by all thread to the building structure utilizing manufacturer-
approved hardware and methods. 

iii. A vertical section of cable runway shall be attached to the wall board to 
manage backbone and service provider cables as they transition from 
the entrance conduits to the overhead cable runway. 

C. IDF-1 and IDF-2 

1. Description 

a. IDF-1 

i. An IDF-1 is a Telecommunications space that resides in each building 
that is part of a multi-building campus. There is only (1) in each building 
that is part of a multi-building campus (other than the building housing 
the Campus MDF.) 

ii. An IDF-1 houses the entrance conduits, terminations, and cross 
connections for all incoming inter-building cabling from the Campus MDF 
and all intra-building backbone cabling from the IDF-2s of the building in 
which it resides. 

iii. An IDF-1 houses the terminations and cross connections for the 
horizontal user workstation cabling in the area of the building that it 
serves. 

iv. An IDF-1 does not exist in a single stand-alone building. 

b. IDF-2 

i. An IDF-2 is a Telecommunications space that resides in each building 
that requires more than a single closet from which to terminate horizontal 
workstation cables. There may be multiple IDF-2s in each building as 
required to maintain horizontal cable distances of 295 feet for the 
permanent link. 

ii. An IDF-2 houses the terminations, and cross connections for all 
incoming intra-building cabling from the MDF or IDF-1 of the building in 
which it resides. 

iii. An IDF-2 houses the terminations and cross connections for the 
horizontal user workstation cabling in the area of the building that it 
serves. 

c. Building workstation access network equipment will reside in the IDFs. 

d. The IDF may share space with other systems such as security panels, CATV 
cabling, and paging system cabling. 

e. The IDF shall not be used for campus storage or AV equipment. 
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f. The IDF shall not contain: 

i. Electrical panels 

ii. Custodial sinks 

iii. Storage shelving 

iv. Fire risers 

v. Domestic water lines 

vi. Steam or chilled water piping 

vii. Roof hatches, roof ladders, roof access doors, or other routes used to 
access the roof 

g. The IDF shall not serve as a mechanical or electrical distribution space, nor 
shall it have within its space main electrical feeds, water or main sprinkler 
lines. 

h. AC ducts or active water pipes should not be present in an IDF or pass over 
the equipment racks but if it is unavoidable, a drip pan shall be installed 
above the rack with a discharge hose and leak sensor alarm 

i. The layout of racks, wall fields, and cable management shall be as indicated 
on the attached diagrams. An in-place mock up shall be provided for ITS 
Network Operations to make any adjustments to the layout prior to the 
Contractor securing anything to the walls or floor. 

j. Exceptions to any of the above require written ITS approval. 

2. Architectural (IDF-1 and IDF-2s) 

a. The IDF shall be a minimum of 108 square feet with minimum clear lineal 
wall lengths of at least 9 feet by 12 feet; all walls shall go to deck. 

i. IDF shall not have columns, fur outs or other obstructions. 

b. Floor finish shall be concrete sealed (with epoxy-based, non-conductive 
sealant) and polished IDF shall not have windows. 

c. IDFs shall be arranged in a stacked formation in multi-story buildings, and 
not be located near sources of EMI and mechanical vibration. 

d. IDFs shall not be located near sources of water or plumbing. Neither shall the 
IDF be adjacent to restrooms or plumbing chases nor shall plumbing be 
routed over the IDF rooms. 

e. The IDF spaces shall have a minimum 2-hour fire-resistance rating in 
accordance with IBC and NFPA requirements. 

f. All walls of the IDF shall be covered with AC Grade ¾” Fire Retardant 
Plywood, aligned vertically starting at 22 inches above the finished floor. The 
plywood shall be painted on both sides with fire retardant paint (UL 723). 
Contractor shall ensure fire-rated stamp is not painted or covered. 

g. The room shall be without a ceiling. No ACT or gypsum ceilings. 

h. Entry to the space shall be through a minimum 36-inch by 80-inch clear door 
opening that swings outward. Door shall be solid core or steel with shatter-
proof window if equipped. The door shall securely lock, and access shall only 
be by Alamo Colleges-approved personnel. 
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i. Access Control and Surveillance 

i. The IDF entrance shall be equipped with an Alamo Colleges-standard, 
HID-compatible, networked electronic proximity lockset mounted on the 
door wherever door construction, fire rating, egress requirements, and 
applicable code permit. The existing basis-of-design platform is the 
Schlage AD-300; provide the latest door-mounted proximity lock 
approved and in current use by Alamo Colleges at the time of design. 
The lock shall integrate with the District’s Genetec access-control 
system. A wall-mounted reader with separate electrified door hardware 
may be used only when a door-mounted lockset is impracticable or 
prohibited and only with prior written approval from ITS Network 
Operations and the District access-control authority. 

ii. Each IDF room shall be equipped with a minimum of one (1) Genetec-
compatible IP security camera providing coverage of the entrance door, 
equipment racks, and cable management areas. 

iii. MDF and IDF doors shall be keyed to the District’s restricted key system 
in accordance with Alamo Colleges standards and as administered by 
the District Locksmith, currently Texas Lock, or other ITS-approved 
vendor. 

3. HVAC (IDF-1 and IDF-2s) 

a. The IDF shall be served by the building HVAC system and be equipped with 
additional Split DX system through the wall above the door which cools only 
when the building HVAC is inadequate or not running. 

i. The system or unit shall maintain a constant 24/7 cooled environment 
between 68° and 75° F with a humidity of 40% to 55%. 

ii. HVAC system shall provide A/C and no heat. 

b. The minimum HVAC load shall be designed to displace 5KW of power, or 1.5 
Refrigerant Tons. 

i. System shall be designed to load if the load is greater and known at the 
time of design. 

c. No HVAC ducts shall pass through the IDF space or within 3’ of the 
perimeter of the IDF, unless serving the IDF. 

d. All Campus IDFs shall include environmental monitoring integrated into the 
District’s network monitoring system. 

i. At minimum, the following shall be installed: 

a. Temperature sensor 

b. Humidity sensor 

c. Water detection sensor 

d. Door open/close sensor 

e. Power failure notification 

ii. Environmental alerts shall be configured to notify ITS Network 
Operations within 120 seconds of threshold breach. 

4. Lighting (IDF-1 and IDF-2s) 
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a. Light fixtures shall be at least 12 inches above the top of the highest rack or 
cable runway, 18 inches is recommended. 

b. Lighting shall be a minimum of 40-foot candles at 2 feet above the floor in the 
entire space. 

c. IDFs shall be equipped with emergency lighting. 

5. Power (IDF-1 and IDF-2s) 

a. Power for the IDF shall be in two categories: dedicated and convenience. 

b. Dedicated 

i. The IDF shall be equipped with a minimum of (2) dedicated 120 volt 20 
Amp circuits, with two NEMA L5-20R receptacles at the bottom of each 
rack. The originating electrical panel will be equipped with 20 AMP 
breakers. The electrical panel shall not be located within the IDF. 
Conductors shall be routed from the panel in conduit along the cable 
runway to a metallic back box clipped to the rail of the Cable Runway, 
facing the rear of the racks. 

ii. The IDF shall be equipped with a minimum of (2) Vertiv 2200VA 2U rack-
mounted UPS with a single NEMA L5-20P power cord to provide 5 
minutes of run time at full load. Basis of design is Vertiv PSI5-
2200RT120. 

iii. Additional power circuits to be allocated to security shall be considered 
and coordinated at the time of building design. Security panels located 
within an MDF or IDF shall be provided with power in accordance with 
the current Alamo Colleges Security Standards. Required circuits and 
connection methods shall be coordinated with the Security Department, 
ITS Network Operations, and the electrical design. 

iv. Power distribution shall be achieved by the installation of PDUs. 

c. Convenience 

i. The IDF shall be equipped with 20 Amp Duplex NEMA 5-20R 
receptacles, maximum (6) per circuit. The originating electrical panel 
shall be equipped with a 20 Amp breaker per circuit. 

ii. A Duplex receptacle shall be spaced at least 1 foot from an adjacent wall 
and every 6 feet thereafter. A minimum of (1) Duplex receptacle shall be 
placed in each wall and be flush mounted to the finished wall surface at 
18 inches above finished floor. 

6. Racks and Cable Management (IDF-1 and IDF-2s) 

a. The IDF shall be equipped with (2) Standard Equipment Racks. 

i. Equipment racks shall not be anchored or bolted to the floor until the final 
rack location and orientation have been reviewed and approved by ITS 
Network Operations. Approval shall be obtained during an on-site layout 
review or in writing before drilling or installing anchors. 

ii. Each rack shall be equipped with a vertical cable manager on both sides 
of the rack. Adjacent racks may share a vertical wire manager between 
them. 

iii. Each rack shall be equipped with a horizontal wire manager above and 
below each horizontal patch panel and each network switch. 
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iv. Space shall be reserved for an additional rack and vertical wire manager. 

v. Appropriate mounting screws per rack shall be provided by contractor 

b. The IDF shall be equipped with a cable runway encircling the room at 90 
inches above the finished floor and crossing the room parallel to the rack 
rows (1) time. 

i. Cable runway shall attach to the tops of Standard Equipment Racks 
utilizing rack-to-runway hardware kits. 

ii. A vertical section of the cable runway shall be attached to the wall board 
to manage backbone cables as they transition from floor sleeves to the 
overhead cable runway. 

6.02 Entrance Pathways and Conduits 

A. Design Principles 

1. Pathways and conduits are described herein with regard to capacity, function, 
and basic design principles and shall be designed by the MEP in accordance 
with NEC and ANSI/TIA-758-B, Customer Owned Outside Plant 
Telecommunications Cabling. 

2. Telecommunications Conduit Systems shall: 

a. Contain no more than the equivalent (2) 90-degree bends between pull 
boxes. 

b. Maintain a minimum bend radius of 10 times the diameter of the conduit. 

c. Not exceed 40 percent fill ratio for multiple cables. 

d. Include a minimum of one (1) spare empty conduit between MDF and IDF. 

e. Be placed at a minimum depth of 24 inches from the top of the conduit to the 
finished grade. 

f. Be interrupted by an adequately sized pull box at least every 600 feet for 
sections containing up to (1) 90 degree of bend, and at least every 350 feet 
for sections with the equivalent of (2) 90 degree bends. 

i. Pull boxes shall be of adequate depth for conduits to enter from the side 
of the pull box and not be required to sweep up into the box. 

g. Stub up into the MDF between 1 and 3 inches above the finished floor. 

h. Contain mule tape / pull string, be fitted with bushings, and sealed 
appropriately at both ends to prevent liquid infiltration. 

i. All inter-building conduit systems shall include minimum 25% spare capacity 
beyond initial design fill. 

B. Service Provider Conduits 

1. Minimum of (4) 4-inch conduits shall route underground from the MDF to the 
edge of the property Right of Way and terminate as required by the service 
provider. Additional conduits shall be added as required. Each 4-inch service-
provider conduit shall include appropriately sized MaxCell 3x3 traceable fabric 
innerduct installed to maintain allowable fill and reserve capacity for future 
growth, unless otherwise approved in writing by ITS Network Operations. 



Alamo Colleges 
Telecommunications Infrastructure Standards 

Alamo Colleges District 24 of 52 VERSION 2026.09.18 

2. Manholes and pull boxes shall be utilized as required for a telecommunications-
compliant conduit distribution system. 

3. Where the service provider termination location is unidentified at the time of 
design, the conduits shall route from the MDF to an adequately sized pull box or 
manhole at least 30 feet from the building edge. 

C. Campus Serving Conduits 

1. A minimum of (2) 4-inch conduits shall route underground from the Campus MDF 
to the IDF-1 of each additional building on the campus. Additional conduits shall 
be added as required if fill capacity exceeds 40 percent. Each 4-inch campus-
serving conduit shall include appropriately sized MaxCell 3x3 traceable fabric 
innerduct installed to maintain allowable fill and reserve capacity for future 
growth, unless otherwise approved in writing by ITS Network Operations. 

2. Manholes and pull boxes shall be utilized as required for a Telecommunications-
compliant conduit distribution system. 

3. Where only the first building of a campus is being designed, two (2) 4-inch 
conduits for each additional future building shall route from the campus MDF to 
an adequately sized pull box or manhole at least 30 feet from the building edge. 

D. Building Entrance for Large Campus 

1. For large campuses, the MEP and Structural Engineer shall consider a conduit 
entrance vault as part of the Campus MDF sub floor. 

6.03 Cable Management in Telecommunications Spaces 

A. Racks 

1. Racks shall be black aluminum Standard Equipment Racks with EIA 19-inch 
rails, 84-inch (45 RMU) overall height, 6-inch rail depth, dual floor mounting 
flanges, and rack mount unit markings engraved on the rails. 

2. After ITS Network Operations approves the final rack location and orientation, 
racks shall be bolted to the concrete floor and the overhead cable runway 
utilizing manufacturer-recommended hardware and methods. 

B. Server Cabinets 

1. Server Cabinets shall be 24 inches by 42 inches by 84 inches with adjustable 
front and rear EIA 19” rail kits, enclosed with ventilated front and rear locking 
doors, adjustable leveling feet, vertical cable manager for one rail, and grounding 
kit. 

2. Cabinets shall be set directly on the finished floor but not bolted unless set on a 
raised floor. Adjacent cabinets shall be bayed together with the sides removed. 

C. Overhead Cable Management 

1. Overhead Cable Management shall be 18-inch (MDF and IDF) Universal Cable 
Runway made of 3/8” x 1-1/2” x .065” wall rectangular steel tubing with cross 
members welded at 12-inch intervals. 

a. Cable Runway shall be installed utilizing appropriate hardware to support, 
join, or attach sections to structures, and shall be supported at a minimum of 
5 foot intervals. 
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D. Vertical Cable Managers 

1. Vertical cable managers shall be black, double-sided, 84-inch units sized as 
shown on the approved rack layout. Basis of design: CPI 30165-703 for 6-inch 
vertical managers and CPI 30166-703 for 10-inch vertical managers, or current 
ITS-approved equivalents. Managers shall include removable front doors/covers, 
formed cabling sections, lockable cable latches, and protective edge guards. 

a. Bolt vertical cable managers to the racks with included hardware kit. 

E. Horizontal Cable Managers. 

1. Attach horizontal cable managers to the rack rails with included screws. 

2. Horizontal cable managers shall be black, double-sided, 2-RMU units. Basis of 
design: CPI 30130-719 or current ITS-approved equivalent. Provide a horizontal 
cable manager above and below each horizontal patch panel and each network 
switch. 

6.04 Cable Support in Pathways 

A. Main Cable Pathway 

1. Main cable pathway shall be designed by the MEP, shown on the electrical 
drawings, and be installed by the Division 26 electrical contractor. Cable Tray 
shall be Electro Zinc Wire Mesh Basket Tray, minimum 12 inches wide by 2 
inches tall; size shall be scaled to the application not to exceed 40 percent fill 
ratio. 

2. Basket Tray shall be installed utilizing appropriate hardware to support, join, or 
attach sections to structures, shall be supported at a minimum of 5-foot intervals, 
and grounded as a single-conductor system. Tray manufacturer 
recommendations shall be followed.  

B. Sleeves and Penetrations and EZ Path 

1. Sleeves and Penetrations are described herein with regard to capacity, function, 
and basic design principles and shall be designed by the MEP in accordance 
with NEC and ANSI/TIA-569-E, Commercial Building Standard for 
Telecommunications Pathways and Spaces. 

2. All sleeves shall be equipped with nylon bushings.  

3. Scale the quantities of sleeves to maintain a 40 percent fill ratio (or less) in each 
sleeve. 

4. Above MDFs or IDFs install minimum of (4) 4” EMT sleeves through the partition 
wall between the MDF or IDF overhead space and the main cabling pathway. 

5. Between directly aligned vertically stacked MDF and IDFs install minimum of (2) 
4” EMT sleeves into bored penetrations through the upper floor structure. 

6. Between slightly skewed vertically stacked MDF and IDFs install minimum of (2) 
continuous 4” EMT conduits from the outside wall of the upper to the outside wall 
of the lower IDF. 

7. Between completely skewed MDFs and IDFs on adjacent floors, install minimum 
of (2) 4” EMT sleeves through the floor the upper IDF into the accessible ceiling 
space below and utilize above-ceiling pathways to route cabling into the IDF or 
MDF on the lower floor. 
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a. Pathways through fire-rated walls of each MDF and IDF shall use STI EZ-
PATH fire-rated cable pathway devices for low-voltage, video, data, voice, 
and optical-fiber cabling where frequent moves, additions, and changes may 
occur. Provide not fewer than four (4) separate pathway devices at each 
MDF or IDF pathway bank. Nominal 1-inch by 1-inch, 2-inch by 2-inch, and 
4-inch by 4-inch devices, or a combination thereof, are acceptable when 
adequately sized. A single oversized pathway shall not be used in place of 
the four separate pathways. Size the pathway bank so initial installed cable 
fill does not exceed 50 percent and at least 25 percent of total usable 
capacity remains reserved for future growth. Each device shall meet the 
hourly fire-resistance rating of the wall or floor penetrated. 

b. Be tested for the surrounding construction and cable types involved. 

c. Have UL Systems permitting cable loads from; “Zero to 100% Visual Fill.”  
This requirement eliminates the need for fill-ratio calculations to be made by 
cable technicians to ensure cable load is within the maximum allowed by UL 
System. 

d. Not have inner fabric liner that tightens around and compresses cables tightly 
together encouraging potential cable damage or interference. 

e. Removal and or replacement of any material such as, but not limited to, 
firestop caulk, putty, pillows, bags, foam muffins, foam, foam plugs, foam 
blocks, or foam closures of any sort. 

f. Pathway devices may be ganged together for larger cable capacities 
provided that not fewer than four (4) separate, independently re-enterable 
pathways are maintained. 

g. Pathways shall be engineered to be re-enterable so they can be retrofitted 
and removed from around existing cables without cutting and re-splicing 
them. 

h. Cable Pathway Devices passing vertically through floors shall have equal F & 
T Rating. (See UL System # F-A-3037, Item #4 “EZ-PATH Grid T-Rating Kit” 
Part # TRK444) 

i. Affix adhesive wall label immediately adjacent to devices to communicate to 
future cable technicians, authorities having jurisdiction and others the 
manufacturer of the device and the corresponding UL System number 
installed. 

j. Waterfalls shall be installed at wall penetrations to ensure a smooth cable 
radius bend. 

C. All conduit, sleeves, cable tray, basket tray, and cable pathway devices shall be 
engineered not to exceed 40% fill at initial installation and shall include growth 
capacity as required by the project drawings and current Alamo Colleges standards. 

D. Rough-ins and local power 

1. At each wall-mounted device location, install a 4 inch by 4 inch by 2-1/8 inch 
double-gang back box with double-gang mud ring at 18 inches above the finished 
floor, at 42 inches for emergency wall phones, 6 inches below the ceiling grid for 
wireless access points and IP cameras, and at appropriate height for above-
counter and millwork locations. 



Alamo Colleges 
Telecommunications Infrastructure Standards 

Alamo Colleges District 27 of 52 VERSION 2026.09.18 

a. When routed through accessible ceiling, install wide base j-hooks at 4-5 foot 
staggered intervals from the conduit to the cable tray. 

i. Suspended cables should be installed with at least 3 inches of clear 
vertical space above the ceiling tiles and support channels (T-bars). 

ii. Suspended cables should be installed with additional space to allow for a 
maximum of 1 foot cable sag while keeping cables a minimum of 4 
inches above ceiling grid. 

b. When routed through architectural or specialty areas, install a 1-inch conduit 
from the rough-in box to the accessible ceiling. 

i. Terminate the conduit above the edge of the cable tray and install nylon 
bushings and pull string, the conduit is not required to be bonded to the 
cable tray. 

ii. Conduit shall be installed in accordance with ANSI/TIA-569-E, contain no 
more than the equivalent of (2) 90 degree bends and or 98.4 feet 
between pull boxes, and maintain a bend radius of 6 times the diameter 
of the conduit. 

2. At floor-mounted workstation locations, install a floor box or poke-thru specifically 
designed for the application and environment adequately sized to accommodate 
the quantity of installed horizontal data cables. 

a. Install (1) 1 inch conduit for every (6) cables from the floor box to the cable 
tray. 

i. For poke-thrus, route the conduit to the cable tray in the floor below. 

ii. Floor-mounted outlets should be avoided and all other possible design 
solutions shall be considered. 

3. For modular furniture workstations, a rough-in pathway shall be considered and 
designed according to the furniture type, quantity of cables, and location as 
required for each furniture system. 

a. The use of power poles shall be considered only on a case-by-case basis. 

4. For above ceiling-mounted outlets such as Wireless Access Points or IP 
Cameras, no rough-in is required, the data cable will terminate into a surface-
mount box secured to the structure above the ceiling grid. Install cable outlet ID 
on ceiling grid within 3’ of the outlet in the ceiling. 

5. The electrical engineer shall design at a minimum (1) duplex NEMA 5-15R 
receptacle within 18” of each workstation outlet location. 

6. Telecommunications cabling shall maintain minimum separation from power 
conductors per NEC and TIA-569-E requirements. 

6.05 Backbone Cabling 

A. Backbone copper and fiber cables shall be installed as continuous, unspliced runs 
between designated termination points. Mid-span, branch, and field-repair splices are 
strictly prohibited. Fusion splicing to factory pigtails within an approved fiber 
termination enclosure is permitted only as the connector-termination method. 

B. Inter-building Backbone Cabling (Campus) 

1. Copper 
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a. Inter-building Backbone Copper Cabling shall be outdoor-rated, PE-39 type, 
24 AWG, gel-filled (flooded), shielded or unshielded as required by 
application, suitable for direct burial or conduit installation. 

Standard installation shall be: 

i. 25-pair PE-39 copper cable from the Campus MDF to the IDF-1 in each 
campus building. 

ii. Pair count shall be based on current and projected service requirements 
with a minimum of 25% spare capacity. 

All inter-building copper shall be installed within underground conduit 
systems and, where applicable, MaxCell 3x3 traceable fabric innerduct. 

At minimum: 

ii. Provide a 15-foot service loop at each building entrance termination point 
(Campus MDF and IDF-1). 

iii. Provide 15 feet of service loop in each manhole or vault. 

iv. Slack shall be neatly coiled and secured above potential water line. 

v. Cables shall be secured in MDF and IDF spaces using hook-and-loop 
(Velcro) straps only. Nylon zip ties are prohibited. 

b. Termination and Protection 

All inter-building copper backbone cables shall terminate on: 

i. UL-listed 110-type IDC protection panels (in/out configuration) 

ii. Equipped with UL-listed, appropriate DITEK 5-pin solid-state, quick-
acting protector modules selected and rated for the circuit and 
installation 

The secondary (protected) side of the lightning protection panel shall be 
terminated to a 110-type termination block with legs. 

Protection panels and termination blocks shall be wall-mounted on fire-
retardant plywood backboard. 

c. Grounding and Bonding 

Lightning protection panels shall be bonded to the Telecommunications 
Grounding Busbar (TGB) in accordance with: 

i. ANSI/TIA-607-E 

ii. NEC Article 800 

iii. NEC Article 830 (where applicable) 

Ground conductors shall be sized per code and routed in the most direct path 
to the TGB. 

Metallic armor (if used) shall be bonded in accordance with manufacturer and 
code requirements. 

2. Fiber 

a. All inter-building backbone fiber optic cabling shall be armored, loose-tube, 
outdoor-rated 24-strand Singlemode OS2 fiber optic cable routed from the 
Campus MDF to the IDF-1 in each campus building. 
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All inter-building fiber shall be installed within a minimum 4-inch underground 
conduit system containing MaxCell 3x3 traceable fabric innerduct sized to 
maintain fill compliance and future growth capacity. Cable shall be dressed 
with fan-out kits as required. Provide 20 feet of service loop at each building 
entrance termination point (Campus MDF and IDF-1). 

i. 15 feet of service loop in each manhole or vault. 

ii. Service loops shall be neatly coiled and secured to wall-mounted 
brackets or cable racking systems. 

iii. Slack shall be stored above potential water line within vaults. 

Backbone fiber cables serving critical facilities or datacenter-classified MDF 
spaces shall be routed in diverse conduit pathways where available. 

b. Termination 

All strands of each backbone fiber cable shall be terminated unless otherwise 
approved in writing by ITS. 

Terminations shall be: 

i. Fusion-spliced to factory LC pigtails 

ii. Installed in 19-inch rack-mounted fiber termination housings 

iii. Connected to rear-loaded LC adapter panels 

Mechanical terminations are not permitted. 

Fiber patching shall be segregated from copper cabling and installed within a 
designated fiber routing system where provided. 

c. Slack Storage and Handling 

d. Slack shall be stored and handled to preserve the manufacturer-required 
bend radius, prevent tensile loading, and remain accessible for future 
maintenance. Slack is not required in handholes or small intermediate pull 
boxes unless specifically directed by ITS Network Operations. 

Slack shall: 

i. Be coiled in a figure-eight or circular configuration 

ii. Be secured to approved slack storage brackets 

iii. Not be wrapped around conduit or left unsupported 

Slack at building entrances (MDF / IDF-1) shall be stored on ladder rack or 
wall-mounted fiber storage hardware. 

C. Intra-building Backbone Cabling 

1. Copper 

a. Intra-building Backbone Copper Cabling shall be 25-pair Category 3 plenum 
rated 24 AWG UTP from the IDF-1 to each of the IDF-2s in the building. 
Provide a 10-foot service loop at both ends of each cable stored on the wall 
above or below the cable runway. Cables shall be secured with Hook-and- 
loop Velcro tie-wraps in the MDF or IDF. 

b. Intra-building Backbone Copper Cabling shall terminate on a 110 Block with 
legs; blocks shall be wall mounted. 
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2. Category 6A Network Uplinks 

a. Category 6A network uplinks shall be (2) Category 6A UTP plenum rated 
blue sheath, between the Special Systems patch panels in MDF and IDFs on 
adjacent floors that are vertically stacked, and between IDF-2s on the same 
floor, where the permanent link of the Category 6A cable does not exceed 
314 feet (allowing a total of 14’ of patch cables while not exceeding a 328’ 
channel length). 

3. Fiber 

a. Intra-building Backbone Fiber Optic Cabling shall be tight buffered plenum-
rated composite 6-Strand Singlemode / 6-Strand 50 micron OM4 Multimode, 
encased in orange interlocking armor. Provide from the IDF-1 to each of the 
IDF-2s in the building. Provide a 10-foot service loop at both ends of each 
cable stored on the wall above or below the cable runway. Cables shall be 
secured with Hook-and-loop tie-wraps in the MDF or IDF and in the cable 
tray. 

b. Terminate all strands of each fiber optic cable on LC connectors. Connect 
terminated LC connectors to the back of coupler panels placed into 19-inch 
rack-mounted fiber optic termination housings. 

6.06 Horizontal Cabling 

A. Workstation Cable 

1. Horizontal Data Cabling shall be Category 6/6A UTP, minimum factory sweep 
tested to 550 MHz, plenum rated, blue sheath, installed from the patch panel in 
the MDF or IDF to the workstation location not to exceed 295 feet for the 
permanent link. Provide a 10’ service loop in the MDF or IDF, and 1-foot of slack 
behind the faceplate. Cable bundles shall be secured with Hook-and- loop Velcro 
tie-wraps in the MDF or IDF and in the cable tray. 

2. At the workstation, each Category 6/6A cable shall be terminated in a gray 
Category 6/6A modular jack insert and snapped into a 2-gang, furniture, floor box 
or poke-thru faceplate. Faceplates shall be equipped with desi-windows for 
labeling and blank inserts in unused ports. Wall phone workstations shall be 
equipped with a studded wall phone faceplate capable of accepting a modular 
jack insert. All faceplate colors shall be coordinated with the Architect or owner at 
the time of installation. 

3. In the MDF or IDF, each Category 6/6A cable shall be terminated on the back of 
Category 6/6A 48-port IDC patch panels which are mounted in the 19-inch racks. 

4. Category 6/6A cable shall be terminated using the T568B pin/pair assignment in 
accordance with ANSI/TIA-568.2-D. 

5. Horizontal cabling shall be manufactured by: 

a. BerkTek 

b. General 

c. Hitachi 

6. Existing Category 5e cabling that is outside the project scope may remain in 
service when it is in good condition, supports the intended application, and 
passes applicable testing requirements. All new, replaced, relocated, or extended 
horizontal cabling shall meet the current Category 6 or Category 6A 
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requirements. Any exception requires prior written approval from ITS Network 
Operations. 

B. Patch Panels 

1. Horizontal cables shall be terminated at the MDF/IDF rooms on high-density 
integrated patch panels incorporating Category 6/6A jacks (non-keyed 8-pin), 
meeting the specifications for the telecommunications outlet detailed in the 
section above. 

2. Patch panel configuration shall be 48 ports. 

3. Standard Data Cable patch panel shall exceed ANSI/TIA-568.1-D and ANSI/TIA-
568.2-D. Category 6/6A component compliance standard. All pair combinations 
shall be considered, with the worst-case measurement being the basis for 
compliance. 

4. Special Systems (WAP & Uplink) Data Cable patch panel shall exceed ANSI/TIA-
568.1-D and ANSI/TIA-568.2-D. Category 6A component compliance standard. 
All pair combinations shall be considered, with the worst-case measurement 
being the basis for compliance. 

5. The patch panels shall be interoperable and backwards compatible to lower 
performing cabling systems. 

6. Panels shall incorporate cable support and/or strain relief mechanisms to secure 
the horizontal cables at the termination block and to ensure that all 
manufacturers’ minimum bend radius specifications are adhered to. 

7. The patch panel shall have color-coded designation strips to identify cable count. 

8. Patch panels shall be manufactured by Leviton.  

C. Patch Cords 

1. The percentage distributions and quantities listed below may be used for cost 
estimating only. Before patch cords are ordered, the project technology 
consultant and ITS Network Operations shall verify and approve the final 
quantities, colors, and lengths. 

2. In each MDF or IDF, furnish one (1) Category 6 modular non-booted Leviton 
Small Diameter High-Flex patch cord, or a current ITS-approved equivalent 
compatible with the installed termination system, for each terminated horizontal 
data cable. For estimating purposes, 50 percent of the total quantity shall be blue 
and 50 percent shall be green in the following proportions: 

a. Blue – Cat 6 [Standard data] 

i. 10% 5-foot 

ii. 25% 7-foot 

iii. 25% 10-foot 

iv. 25% 14-foot 

v. 15% 20-foot 

b. Green – Cat 6 [VoIP Phone] 

i. 10% 5-foot 

ii. 25% 7-foot 
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iii. 25% 10-foot 

iv. 25% 14-foot 

v. 15% 20-foot 

c. Yellow – Cat 6A [Wireless APs] 

i. 33% 5-foot 

ii. 33% 7-foot 

iii. 34% 10-foot 

d. Red – Cat 6 [Fire Alarm or Security Equipment] 

i. Two (2) 10-foot for each cable installed 

3. Patch cords used within MDF and IDF equipment racks shall be Leviton Small 
Diameter High-Flex patch cords or a current ITS-approved equivalent compatible 
with the installed termination system. For endpoint outlets, furnish one (1) 
standard-diameter Leviton Category 6 modular non-booted patch cord for each 
terminated horizontal data cable. For estimating purposes, 50 percent of the 
endpoint quantity shall be blue and 50 percent shall be black in the following 
proportions: 

a. Blue – Cat 6  

i. 50% 10-foot 

ii. 50% 14-foot 

b. Black – Cat 6 

i. 50% 10-foot 

ii. 50% 14-foot 

c. Yellow – Cat 6A [Wireless APs] 

i. 50% 1-foot 

ii. 50% 3-foot 

4. Fiber optic patch cables shall be furnished by the ITS Network Operations. 

D. Workstation Configurations (data outlets) 

1. Modular Jack 

a. Data jacks shall be non-keyed 8-pin modular jacks. 

b. Termination components shall be designed to maintain the cable’s pair twists 
as closely as possible to the point of mechanical termination. 

c. Jacks shall utilize a four-layer printed circuit board to control NEXT. 

d. Jack housings shall fully encase and protect printed circuit boards and IDC 
fields. 

e. Modular jack contacts shall accept 2500 plug insertions. 

f. Modular jack contacts shall be formed flat for increased surface contact with 
mated plugs. These contacts shall be arranged on the PC board in two 
staggered arrays of four to maximize contact spacing and minimize crosstalk. 
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g. Jacks shall terminate 22-26 AWG stranded or solid conductors. 

h. Jacks shall terminate insulated conductors with outside diameters up to 
.050”. 

i. Jacks shall be compatible with ANSI/TIA-606-D color code labeling and 
accept snap on icons for identification or designation of applications. 

j. Jacks shall be marked as either T568A or T568B wiring. 

2. Category 6/6A jacks shall be manufactured by Leviton. 

E. Office Workstation 

1. Install (2) Category 6 cables terminated on gray jack inserts into a single gang 
flush faceplate with a double gang backbox. 

a. Furnish a minimum of (1) 2-port workstation on each of (3) walls in each 
office. 

b. Modular furniture clusters shall be designed to accommodate the user 
requirements at the time of construction. 

c. For locations with more than 4-ports, install a double gang faceplate. 

2. Category 6 jacks shall be manufactured by Leviton to match District standards 

F. Classroom Instructor Workstation 

1. Install (2) Category 6 cables terminated on gray jack inserts into a single gang 
flush faceplate with a double gang backbox/mud ring. 

a. Furnish a minimum of (2) 2-port instructor workstations in each classroom 
oriented in the front and back of each room. 

2. Category 6 jacks shall be manufactured by Leviton to match District standards. 

G. High-Density Workstation 

1. Install up to (6) Category 6 cables terminated on gray jack inserts into a double 
gang flush faceplate. 

2. Category 6 jacks shall be manufactured by Leviton to match District standards. 

H. Emergency Wall-Phone Outlet 

1. Install (2) Category 6 cables terminated on a gray jack insert into a single gang 
faceplate mounted at the Architect’s designated height for emergency phones 
with a double gang backbox/mud ring. 

2. Category 6 jacks shall be manufactured by Leviton to match District standards. 

I. Ceiling-mounted Projector Outlet 

1. Install (2) Category 6 cables terminated on a gray jack insert into a single gang 
faceplate at the projector plate with a double gang backbox. 

2. Category 6 jacks shall be manufactured by Leviton to match District standards. 

J. Flat-panel Display Outlet 
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1. Install (2) Category 6 cables terminated on a gray jack insert into a single gang 
faceplate at the flat panel display plate with a single gang backbox. 

2. Category 6 jacks shall be manufactured by Leviton to match District standards. 

K. Wireless Access Point Outlet 

1. Install (2) Category 6A cables with 20-foot slack loops at each workstation, 
terminated on gray jack inserts into a single gang flush faceplate or surface 
mount box secured to the building structure when mounted above the ceiling. 
Install a double gang backbox. 

2. When a Wireless Access Point workstation is installed above the ceiling grid, a 
label identical to the label on the surface mount box shall be permanently 
attached to the ceiling grid directly below the surface mount box. 

3. In rooms where the ceiling height exceeds 12’ AFF, the AP shall be pendant-
mounted with a backbox at 11-12’ AFF. 

4. At the time of construction, the designer shall take into account the user 
requirements for wireless coverage and include a sufficient quantity of WAP 
workstations to enable said coverage. 

5. Wireless Access Point Mounting 

a. Wireless Access Points shall be mounted: 

i. Centered in the nearest ceiling tile closest to indicated location when 
ceiling height is 8-12 feet AFF 

ii. Pendant-mounted when ceiling exceeds 12 feet AFF 

iii. Not higher than 12 feet AFF without written approval 

b. All WAP installations shall allow servicing from standard ladder access. 

c. No WAP shall be installed inside enclosed soffits or inaccessible ceiling 
cavities. 

d. Wireless density design shall be validated using predictive modeling prior to 
construction and approved by the ITS Network Operations. 

L. IP Camera Outlet 

1. Install (1) Category 6 cable with 20-foot slack loop at each workstation, 
terminated on a gray jack inserts into a surface mount box when mounted above 
the ceiling. 

2. When an IP Camera Outlet is installed above the ceiling grid, a label identical to 
the label on the surface mount box shall be permanently attached to the ceiling 
grid directly below the surface mount box. 

3. The designer shall coordinate with the security engineer to determine quantities 
and locations of IP Cameras. 

4. IP Camera Mounting 

a. Indoor IP cameras shall be mounted between 9 feet and 12 feet Above 
Finished Floor (AFF), unless otherwise approved by the District Security 
Engineer. 
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b. Outdoor IP cameras shall not exceed 15 feet AFF unless the camera is 
accessible from the roof. Exceptions must be approved in writing. 

c. Cameras installed above 12 feet AFF shall be serviceable using standard 8–
10 foot A-frame ladder access. Installations requiring lift equipment must be 
approved in advance. 

d. Camera placement shall comply with ADA protrusion limits where applicable. 

M. Emergency Stanchion (Blue Light/Phone) 

1. Install one (1) Category 6 OSP-rated copper cable and one (1) OS2 armored 
single-mode fiber cable from the serving MDF or IDF to every emergency phone 
stanchion. Provide the appropriate DITEK lightning/surge-protection module on 
the copper cable at the stanchion and at the serving MDF/IDF, and properly bond 
and ground all protection devices. The DITEK module shall be selected and rated 
for the circuit type, conductor count, operating voltage, data or PoE 
characteristics, and installation location. The active emergency-phone transport 
shall comply with the manufacturer- and ITS-approved operating-distance limits. 
The fiber shall support current or future cameras, wireless access points, network 
switches, or other network-connected devices at the stanchion. The Category 6 
OSP copper cable shall be the primary active transport for the emergency phone 
unless otherwise directed in writing by ITS Network Operations. Provide one 
always-on 120V GFCI-protected quad receptacle inside each stanchion, 
coordinated with Division 26. Install an ITS-approved single-mode media 
converter or hardened network device with compatible power supply, SFPs, and 
patch cords; terminate, test, label, and leave the copper, fiber, and media-
conversion components ready for current or future use. 

6.07 Grounding 

A. Grounding shall be designed and installed in accordance with ANSI/TIA-607-E. 

B. Install a Telecommunications Main Grounding Busbar (TMGB) (per building) in the 
MDF and IDF-1s, and a Telecommunications Grounding Busbar (TGB) in each IDF-
2. 

C. Install a Telecommunications Bonding Backbone (TBB), #3/0 AWG stranded green 
insulated copper conductor in a star topology between the TMGB and each TGB in 
each building. When IDFs are stacked a single TBB can be daisy-chained between 
TGBs back to the TMGB. Install an Equipment Bonding Conductor (EBC), #6 AWG 
green insulated conductor from the TMGB or TGB as applicable to each cable 
runway system, equipment rack, cabinet, lightning protector, or multi-pair cable with a 
metallic element. 

1. Install a #3/0 AWG stranded green insulated copper conductor from the TMGB to 
the main building electrical service ground in each building. 

2. In a metal frame (structural steel) building, where the steel framework is readily 
accessible within or external to the room; each TGB and TMGB shall be bonded 
to the vertical steel metal frame using a minimum #6 AWG conductor. The 
connection to building steel does not eliminate the requirement for the TBB or BC 
to the service ground. 

D. Install a Grounding Equalizer Conductor, #3/0 AWG stranded green insulated copper 
conductor to interconnect multiple TBBs on the top floor and every third floor when 
required by ANSI/TIA-607-E. 
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E. When exceeding 13 feet the conductors shall be sized at 2 kcmil per linear foot of 
conductor length up to a maximum of 3/0 AWG.  

F. Location of the grounding busbars shall remain accessible per NEC 250.94, and the 
specific location approved by an ITS Network Operations representative. 

G. Lightning and Surge Protection 

1. Where lightning or surge protection is required for copper cabling, provide the 
appropriate DITEK surge-protection module at the building entrance and at the 
outdoor device or associated NEMA enclosure, as applicable. The DITEK 
module shall be specifically listed and rated for the circuit type, conductor count, 
operating voltage, data or PoE characteristics, and installation location. Any 
alternate manufacturer requires prior written authorization from ITS Network 
Operations. 

2. All armored fiber optic cables serving outdoor locations shall be properly bonded 
and grounded in accordance with ANSI/TIA-607-E and manufacturer 
recommendations to mitigate indirect lightning events. 

6.08 Labeling 

A. Verify room numbers and confirm the final room numbering scheme prior to 
generating labels. 

B. Backbone Fiber and Copper Cables shall be labeled within 12 inches of the visible 
end of the jacket. 

C. Fiber Innerduct shall be labeled within 12 inches of the point of entry of the fiber optic 
enclosure. 

D. Cables shall be labeled identically at both ends. 

E. All labels shall be machine printed, heat-shrink or self-laminating type rated for 
plenum environments. 

F. Handwritten labels are prohibited. 

G. MDFs and IDFs Room shall be labeled (signage) with the permanent room 
designations that match the final building signage for cable labeling. 

H. Fiber optic backbone cable labels shall contain the cable origin room number, the 
cable destination room number, fiber strand numbers, and type (i.e. MDFA150-
IDFC126-50MM001-024/SM001-012). 

I. Fiber optic enclosures shall be labeled alpha-numerically starting with the first fiber 
optic enclosure at the top of the first equipment rack. Place the enclosure identifier 
and cable destination label inside each fiber optic enclosure and on the associated 
bulkhead or adapter panel. A label for each terminated strand shall be securely 
placed inside each fiber optic enclosure. 

J. Fiber optic couplers panels in fiber enclosures shall be labeled at each end by strand 
denoting MDF and/or IDF the cable comes from, and Strand number to and from 
respectively (i.e. IDFC126-50MM001-012). 

K. Copper backbone cable labels shall contain the cable origin room number, the cable 
destination room number, and cable pairs (i.e. MDFA150-IDFC126/001-025). 
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L. Patch panels in each closet shall be uniquely alphabetically labeled sequentially 
starting with the first Patch Panel in the top of the first equipment rack (i.e. A, B, C, D, 
E, etc.). Each MDF or IDF starts with A and shall not repeat a letter. Any MDF/IDF 
room with more than 26 patch panels shall start with AA, BB, CC… 

M. 110-type blocks shall contain the origin room number, destination room number, and 
pair numbers, under each pair termination. (i.e. MDFA150-IDFC126-PR 1-25). 110-
type block labels shall be printed on product-specific label strips and placed into label 
holders. 

N. Workstation Faceplates shall be labeled denoting origin MDF/IDF Room Number, 
patch panel, and port number (i.e. IDFC126-B5). 

1. When a Wireless Access Point or IP Camera workstation is installed above the 
ceiling grid, a label identical to the label on the surface mount box shall be 
permanently attached to the ceiling grid directly below the surface mount box. 

O. Interbuilding backbone cabling shall be labeled within 18 inches from the end of the 
conduits entering and exiting underground enclosure. Labels will be in the form of 
“Location One-Location Two-# of Fiber Strands or Copper Pairs for Final-
Destination”. 

P. All fiber optic and copper backbone cables shall be identified using self-laminating 
cable markers measuring approximately 2 inches by 3.5 inches. Labels shall be 
installed at the entry and exit points of every MDF, IDF, manhole, vault, and pull box, 
and at each cable termination location. 

6.09 Testing 

A. Terminated fiber optic strands shall be tested bi-directionally end to end be and 
certified in accordance with applicable industry standards with a light meter and 
OTDR field tester(s) that are within their calibration period. 

B. Terminated backbone copper cable links shall be tested in accordance with 
applicable industry standards for attenuation, continuity, and pin-mapping with 
approved field tester(s) that are within their calibration period. 

C. Terminated Category 6/6A UTP cable shall be tested as a Permanent Link in 
accordance with applicable industry standards for Category 6 compliance with 
approved field tester(s) that are within their calibration period. 

6.10 As-Built Documentation 

A. Produce as-built drawings depicting the installed Structured Cabling System in 
editable CAD (.DWG) and PDF formats, together with the other appropriate native 
source documents required by ITS Network Operations. Provide hardcopy and a 
laminated set in each MDF or IDF-1 when required by the project. 

B. Produce cable records for the Structured Cabling System as installed to include a list 
of all horizontal and backbone cables produced in an Excel format and provided in 
hardcopy and electronic format indicating cable number, unique cable label, cable 
type, origin and destination, length, termination method, and pass/fail result. 

C. Produce document of all test results for each cable, to include technician’s name and 
date stamp, a list of tested cables, and the individual results for each cable tested. 
Test results shall be sent to project manager, technology consultant and ITS Network 
Operations personnel 
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D. Final acceptance of telecommunications infrastructure  

1. shall require: 

a. Verification of labeling accuracy 

b. Review of test results 

c. Confirmation of as-built drawing accuracy 

d. Completed IDF readiness checklist for each applicable MDF/IDF space, 
approved by ITS Network Operations. 

2. No project shall be considered complete until ITS Network Operations 
acceptance is issued. 

E. Warranty & Lifecycle Documentation 

1. Contractor shall provide: 

a. 15-year manufacturer system warranty certificate 

b. Electronic copy of cable manufacturer sweep test documentation 

c. Serial numbers for all patch panels and connectivity hardware 

d. Bill of materials including manufacturer part numbers and quantities installed 

2. Documentation shall be submitted prior to final payment approval. 

6.11 Telecommunications Space Criticality Classification 

A. Buildings shall be classified as: 

1. Tier 1 – Standard Academic / Administrative 

2. Tier 2 – Critical Operations (Police, Dispatch, Data Centers, Emergency 
Services) 

a. Tier 2 spaces shall include: 

i. Dual UPS systems 

ii. Dual diverse pathway entrance conduits 

iii. Redundant fiber backbone where feasible 

iv. Generator backup power for HVAC and IDF / MDF 

B. Classification shall be determined by ITS Network Operations. 

 SUMMARY AND SYNOPSIS OF STANDARDS 

7.01 Summary 

A. All aspects of this Alamo Colleges Telecommunications Infrastructure Standards 
shall be applied to the design process for both new and renovated facilities. 

B. A Division 27 10 00 specification and T-Series drawings shall be commissioned and 
issued by the Architect during the design phases for each facility or project. 

C. Facility Standards 
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SPACE CAMPUS MDF BUILDING MDF IDF-1 AND IDF-2 

ARCHITECTURAL 

• Minimum of 600 square feet, 
minimum clear lineal wall length 
30 feet, walls to deck, floor sealed 
bare concrete, no windows, 
exterior wall within 50 feet of 
building exterior, not be located 
adjacent to or below restrooms or 
other water-based facilities, or 
sources of EMI and mechanical 
vibration, all walls covered with 
plywood, without a ceiling or a lift-
out tile ceiling, minimum 42-inch 
by 80-inch clear door opening, 
door not open to the exterior of the 
building, door-mounted Alamo 
Colleges-standard proximity 
lockset (latest approved model; 
Schlage AD-300 existing basis of 
design), sprinkler system, 
consider pre-action., no roof 
access through the space, and no 
desktop data or voice/telephone 
horizontal terminations 

• Minimum of 400 square feet, 
minimum clear lineal wall length 
25 feet, all walls to deck, floor 
sealed bare concrete, no 
windows, exterior wall that is 
within 50 feet of the building 
exterior, not be located adjacent 
or below restrooms or other 
water-based facilities, or sources 
of EMI and mechanical vibration, 
all walls covered with plywood, 
without a ceiling or a lift-out tile 
ceiling, minimum 42-inch by 80-
inch clear door opening, door not 
open to the exterior of the 
building, door-mounted Alamo 
Colleges-standard proximity 
lockset (latest approved model; 
Schlage AD-300 existing basis 
of design), sprinkler system, 
consider pre-action., no roof 
access through the space, and 
no desktop data or 
voice/telephone horizontal 
terminations 

• Minimum of 108 square feet, 
minimum clear lineal wall 
lengths of at least 9 feet by 12 
feet, all walls to deck, floor 
sealed bare concrete, 
windows are not 
recommended, IDFs shall be 
arranged in a stacked 
formation in multi-story 
buildings, and not be located 
near sources of EMI , 
mechanical vibration or 
plumbing, all walls covered 
with plywood, the room shall 
be without a ceiling, minimum 
36-inch by 80-inch clear door, 
door-mounted Alamo 
Colleges-standard proximity 
lockset (latest approved 
model; Schlage AD-300 
existing basis of design)., and 
no roof access through the 
space 

HVAC 

• Dedicated CRAC unit that is part 
of the building’s main system, 
maintain a constant 24/7 cooled 
environment between 68° and 75° 
F with humidity of 41.9°F Dew 
Point to 60% RH and 59°F Dew 
Point, minimum HVAC load shall 
be designed to displace 20KW of 
power, or 6 Tons, maintain temp 
and humidity in the event of 
building power outages or main 
unit failure. 
 

• Dedicated CRAC unit that is part 
of the building’s main system, 
maintain a constant 24/7 cooled 
environment between 68° and 
75° F with humidity of 41.9°F 
Dew Point to 60% RH and 59°F 
Dew Point, minimum HVAC load 
shall be designed to displace 
12KW of power, or 3.5 Tons, 
maintains temp and humidity in 
the event of building power 
outages or main unit failure. 
 

• Served by the building HVAC 
system and equipped with an 
additional Split DX system 
that cools only when the 
building HVAC is inadequate, 
maintain a constant 24/7 
cooled environment between 
68° and 75° F with humidity 
of 40% to 55%, minimum 
HVAC load shall be designed 
to displace 5KW of power, or 
1.5 of a Ton. HVAC system 
shall provide A/C and no 
heat. 

LIGHTING 

• Minimum of 50 foot candles at 2 
feet above the floor in the entire 
space. Equipped with 
emergency lighting to keep the 
space lit during power outages, 
fixtures 18 inches above top of the 
highest rack or cable runway.  

• Minimum of 50 foot candles at 2 
feet above the floor in the entire 
space. Equipped with 
emergency lighting to keep the 
space lit during power outages, 
fixtures 18 inches above top of 
the highest rack or cable runway. 

• Minimum of 40 foot candles at 
2 feet above the floor, fixtures 
18 inches above top of the 
highest rack or cable runway. 
Equipped with emergency 
lighting. 
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POWER 

• Dedicated electrical feeder(s) 
sized and configured to match the 
input requirements of the ITS-
approved Vertiv Liebert APS UPS 
system or current ITS-approved 
equivalent. UPS capacity shall be 
at least twice the calculated 
expected connected load, with 
battery capacity for a minimum of 
three (3) hours runtime at the 
expected connected load. Provide 
required modules, battery 
cabinets, feeder capacity, 
maintenance bypass equipment, 
labeling, and space. 

• Security-panel power shall 
comply with the current Alamo 
Colleges Security Standards. 
Coordinate circuits and 
connection methods with 
Security, ITS Network 
Operations, and the electrical 
design. 

• Dedicated electrical feeder(s) 
sized and configured to match 
the input requirements of the 
ITS-approved Vertiv Liebert APS 
UPS system or current ITS-
approved equivalent. UPS 
capacity shall be at least twice 
the calculated expected 
connected load, with battery 
capacity for a minimum of three 
(3) hours runtime at the expected 
connected load. Provide 
required modules, battery 
cabinets, feeder capacity, 
maintenance bypass equipment, 
labeling, and space. 

• Security-panel power shall 
comply with the current Alamo 
Colleges Security Standards. 
Coordinate circuits and 
connection methods with 
Security, ITS Network 
Operations, and the electrical 
design. 

• Minimum of (2) dedicated 
120V, 20A circuits with NEMA 
L5-20R receptacles serving 
the racks; electrical panel 
located outside the IDF. 
Minimum of (2) Vertiv PSI5-
2200RT120 or ITS-approved 
equivalent rack-mounted UPS 
units, PDUs, and coordinated 
security power. 

• Security-panel power shall 
comply with the current Alamo 
Colleges Security Standards. 
Coordinate circuits and 
connection methods with 
Security, ITS Network 
Operations, and the electrical 
design. 

RACKS AND CABLE 
MANAGEMENT 

• (4) Standard Equipment Racks, 
vertical cable manager on both 
sides of the rack, horizontal wire 
manager above and below each 
horizontal patch panel and each 
network switch. 

• (2) Server Cabinets, space shall 
be allocated for an additional (7) 
future Server Cabinets. 

• Space equivalent to (2) Server 
Cabinets shall be allocated for 
service provider equipment. 

• Cable runway encircling the room 
at 86 inches above the finished 
floor, and crossing the room 
parallel to the rack rows (3) times, 
vertical section of cable runway 
from the entrance conduits to the 
overhead cable runway. 

• (4) Standard Equipment Racks, 
vertical cable manager on both 
sides of the rack, horizontal wire 
manager above and below each 
horizontal patch panel and each 
network switch. 

• (1) Server Cabinet, space shall 
be allocated for an additional (3) 
future Server Cabinets. 

• Wall space at the back of the 
Building MDF shall be allocated 
for service provider equipment. 

• Cable runway encircling the 
room at 86 inches above the 
finished floor, and crossing the 
room parallel to the rack rows (2) 
times, vertical section of cable 
runway from the entrance 
conduits to the overhead cable 
runway. 

• (2) Standard Equipment 
Racks, vertical cable manager 
on both sides of the rack, 
horizontal wire manager 
above and below each 
horizontal patch panel and 
each network switch. 

• Space reserved for additional 
rack and vertical wire 
manager, a third rack and 
vertical wire manager IDFs 
that serve equipment racks 
located in Lab(s). 

• Cable runway encircling the 
room at 84-86 inches above 
the finished floor, and 
crossing the room parallel to 
the rack rows (1) time, vertical 
section of cable runway from 
floor sleeves to the overhead 
cable runway. 
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A. Technical Standards 

TECHNOLOGY STANDARDS 

ENTRANCE 
PATHWAYS 

AND CONDUITS 

• Service Provider Conduits: Provide a minimum of four (4) 4-inch conduits from the MDF to the edge of 
the property right-of-way. Each conduit shall include appropriately sized MaxCell 3x3 traceable fabric 
innerduct installed to maintain allowable fill and reserve capacity for future growth, unless otherwise 
approved in writing by ITS Network Operations. 

• Campus Serving Conduits: Provide a minimum of two (2) 4-inch underground conduits from the 
Campus MDF to the IDF-1 of each additional campus building. Each conduit shall include appropriately 
sized MaxCell 3x3 traceable fabric innerduct installed to maintain allowable fill and reserve capacity 
for future growth, unless otherwise approved in writing by ITS Network Operations. 

• Building Entrance for Large Campus: The MEP and Structural Engineer shall consider a conduit 
entrance vault. 

CABLE 
MANAGEMENT 
IN TELECOM 

SPACES 

• Racks: Black aluminum Standard Equipment Racks with EIA 19-inch rails, 84-inch (45 RMU) overall 
height, 6-inch rail depth, dual floor-mounting flanges, and rack-mount-unit markings engraved on the 
rails. 

• Server Cabinets: 24 inches by 42 inches by 84 inches with adjustable front and rear EIA 19-inch rail 
kits, ventilated locking front and rear doors, adjustable leveling feet, vertical cable management, and 
grounding kit. 

• Overhead Cable Management: 18-inch (MDF or IDF) Universal Cable Runway made of 3/8-inch by 1-
1/2-inch by 0.065-inch-wall rectangular steel tubing with cross members welded at 12-inch intervals. 

• Vertical cable managers: Black, double-sided, 84-inch units; CPI 30165-703 (6-inch) and CPI 30166-
703 (10-inch), or current ITS-approved equivalents. 

• Horizontal cable managers: Black, double-sided, 2-RMU CPI 30130-719, or current ITS-approved 
equivalent; install above and below each patch panel and each network switch. 

• Do not drill, anchor, or bolt racks to the floor until ITS Network Operations has approved the final 
placement. 

CABLE SUPPORT IN 
PATHWAYS AND 
LOCAL POWER 

• Main cable pathway support shall be Electro Zinc Wire Mesh Basket Tray 
• Above MDFs or IDFs install minimum of (4) 4” EMT sleeves through the partition wall. 
• Between MDF and IDFs install minimum of (2) 4” EMT sleeves 
• Wall-mounted workstation location, double-gang back box with double-gang mud ring,1-inch conduit 

from the rough-in box to the cable tray, terminate the conduit above the edge of the cable tray, conduit 
not required to be bonded to the tray. 

• At floor-mounted workstation locations (1) 1 inch conduit for every (6) cables from the floor box to the 
cable tray. For poke-throughs, route the conduit to the cable tray in the floor below. For modular 
furniture workstations, a rough-in pathway shall be considered and designed according to the furniture 
type, quantity of cables, and location as required for each furniture system. 

• The electrical engineer shall design a duplex NEMA 5-15R receptacle within 18” of each workstation 
outlet location. 

• STI EZ-PATH fire-rated cable pathway devices shall be used for all applicable fire-rated MDF and IDF 
penetrations. Provide at least four (4) separate pathway devices at each pathway bank. Nominal 1-
inch by 1-inch, 2-inch by 2-inch, and 4-inch by 4-inch devices, or an adequately sized combination, are 
acceptable. A single oversized pathway is prohibited. Size the bank so initial installed cable fill does 
not exceed 50 percent and at least 25 percent of total usable capacity remains reserved for future 
growth. Provide waterfalls where required to maintain cable bend radius. 

INTER-BUILDING 
BACKBONE 

CABLING 

• Copper: Provide 25-pair PE-39 24 AWG flooded OSP cable from the Campus MDF to each building 
IDF-1. Pair count shall be based on current and projected service requirements with at least 25 percent 
reserve capacity. Provide appropriate DITEK entrance-protection modules, install as a continuous 
unspliced run, provide 15-foot service loops at each building entrance and in each manhole or vault, 
and provide no slack in small pull boxes unless directed by ITS Network Operations. 

• Fiber: Provide 24-strand armored loose-tube OS2 single-mode cable from the Campus MDF to each 
building IDF-1 in a minimum 4-inch underground conduit with MaxCell 3x3 traceable fabric innerduct. 
Terminate with LC connectors using fusion-spliced factory pigtails within approved termination 
enclosures; otherwise install as a continuous unspliced run. Provide 20-foot service loops at building 
entrances and 15-foot service loops in manholes or vaults; provide no slack in small pull boxes unless 
directed by ITS Network Operations. 
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INTRA-BUILDING 
BACKBONE 

CABLING 

• Copper Cabling 25-pair Category 3 plenum rated 24 AWG UTP from the MDF or IDF-1 to each of the 
IDF-2s in the building, terminate on 110 blocks. 

• Category 6A network uplinks (2) Category 6 UTP plenum rated blue sheath, between the Special 
Systems patch panels in MDF and IDFs on adjacent floors that are vertically stacked, and between 
IDF-2s on the same floor, where the permanent link of the Category 6A cable does not exceed 328 
feet. 

• Fiber Optic Cabling shall be tight buffered plenum-rated composite 6-Strand Singlemode / 6-Strand 50 
micron OM4 Multimode, encased in orange interlocking armor, terminate with LC connectors. 

HORIZONTAL 
CABLING 

• Horizontal Data Cabling shall be Category 6/6A UTP Berk-Tek, General Cable, Hitachi, or an approved 
equal; minimum factory sweep tested to 550 MHz; plenum rated; blue sheath; terminated in gray 
Category 6/6A modular jack inserts and on Category 6/6A 48-port IDC patch panels using the T568B 
pin/pair assignment in accordance with ANSI/TIA-568.2-D; and patched with Category 6/6A modular 
non-booted patch cords. 

• Existing Category 5e cabling that is outside the project scope may remain in service when it is in good 
condition, supports the intended application, and passes applicable testing requirements. All new, 
replaced, relocated, or extended horizontal cabling shall meet the current Category 6 or Category 6A 
requirements. Any exception requires prior written approval from ITS Network Operations. 

• Patch cords used within MDF and IDF equipment racks shall be Leviton Small Diameter High-Flex 
patch cords or a current ITS-approved equivalent compatible with the installed termination system. 

• Category 6/6A jacks shall be manufactured by Leviton. 
• Office Workstation: Provide two (2) Category 6 cables terminated on gray jack inserts in a single-gang 

flush faceplate with a double-gang backbox. Use double-gang faceplates for outlets with more than 
four ports. 

• Classroom Instructor Workstation: Provide two (2) Category 6 cables terminated on gray jack inserts 
in a single-gang flush faceplate with a double-gang backbox. 

• High-Density Workstation: Provide up to six (6) Category 6 cables terminated on gray jack inserts in a 
double-gang flush faceplate with a double-gang backbox. 

• Emergency Wall-Phone Outlet: Provide two (2) Category 6 cables terminated on gray Leviton jack 
inserts in a single-gang faceplate with a double-gang backbox. 

• Ceiling-Mounted Projector Outlet: Provide two (2) Category 6 cables terminated on gray Leviton jack 
inserts in a single-gang faceplate with a double-gang backbox. 

• Wireless Access Point Outlet: Provide two (2) Category 6A cables with 20-foot service loops, 
terminated on gray jack inserts in a single-gang flush faceplate or accessible surface-mount box. 

• IP Camera Outlet: Provide one (1) Category 6 cable with a 20-foot service loop, terminated on a gray 
jack insert in a single-gang flush faceplate or accessible surface-mount box. IP camera cabling shall 
terminate on separate Category 6 patch panels in each MDF/IDF. 

• Emergency Stanchion (Blue Light/Phone): Provide one (1) Category 6 OSP-rated copper cable and 
one (1) OS2 armored single-mode fiber cable to every stanchion. Protect the copper cable at both 
ends with appropriate DITEK lightning/surge-protection modules. Copper shall be the primary active 
emergency-phone transport unless ITS Network Operations directs otherwise. Provide an always-on 
120V GFCI-protected quad receptacle and install, terminate, test, label, and leave the fiber and media-
conversion equipment ready for current or future use. 

GROUNDING 

• Grounding shall be designed and installed in accordance with ANSI/TIA-607-E. 
• Install a Telecommunications Main Grounding Busbar (TMGB) in each building MDF and IDF-1 and a 

Telecommunications Grounding Busbar (TGB) in each IDF-2. 
• Install a Telecommunications Bonding Backbone (TBB), #3/0 AWG stranded green insulated copper 

conductor, in a star topology between the TMGB and each TGB. When IDFs are stacked, a single TBB 
may be daisy-chained between TGBs back to the TMGB. 

• Install an Equipment Bonding Conductor (EBC), #6 AWG green insulated conductor, from the 
applicable TMGB or TGB to each cable runway system, equipment rack, cabinet, lightning protector, 
and multi-pair cable with a metallic element. 

• Install a #3/0 AWG stranded green insulated copper conductor from the TMGB to the main building 
electrical service ground. 

• Where structural steel is readily accessible, bond each TGB and TMGB to the vertical steel frame using 
a minimum #6 AWG conductor. This connection does not replace the TBB or bonding conductor to the 
service ground. 

• Install a Grounding Equalizer Conductor, #3/0 AWG stranded green insulated copper conductor, to 
interconnect multiple TBBs on the top floor and every third floor where required by ANSI/TIA-607-E. 
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LABELING 

• Verify room numbers and confirm the final room-numbering scheme before generating labels. 
• Label fiber and copper backbone cables within 12 inches of each cable end and at the entry and exit 

points of every MDF, IDF, manhole, vault, and pull box. 
• Label fiber innerduct within 12 inches of the point where the fiber enters the fiber optic enclosure. 
• Label cables identically at both ends. 
• Provide permanent MDF and IDF room signage using the final room designations applied to cable 

labeling. 
• Fiber optic backbone cable labels shall identify the cable origin room, destination room, strand 

numbers, and fiber type. 
• Label fiber optic enclosures alpha-numerically beginning with the first enclosure at the top of the first 

equipment rack. Place the enclosure identifier and cable destination label inside the enclosure and on 
the associated bulkhead or adapter panel; place a label for each terminated strand inside the enclosure. 

• Label fiber optic coupler panels at each end by strand, identifying the originating MDF/IDF and strand 
numbers. 

• Copper backbone cable labels shall identify the cable origin room, destination room, and cable-pair 
range. 

• Label patch panels uniquely and alphabetically beginning with A in each MDF/IDF; do not repeat a 
letter within a room. 

• Label 110-type blocks with the origin room, destination room, and pair numbers using product-specific 
printed label strips and holders. 

• Label workstation faceplates with the originating MDF/IDF room number, patch panel, and port number. 
• Where a wireless access point or IP camera outlet is installed above the ceiling, permanently attach 

an identical label to the ceiling grid directly below the outlet. 

TESTING 

• Terminated fiber optic strands shall be tested bi-directionally end to end be and certified in accordance 
with applicable industry standards with a light meter and OTDR field tester(s) that are within their 
calibration period. 

• Terminated backbone copper cable links shall be tested in accordance with applicable industry 
standards for attenuation, continuity, and pin-mapping with approved field tester(s) that are within their 
calibration period. 

• Terminated Category 6/6A UTP cable shall be tested as a Permanent Link in accordance with 
applicable industry standards for Category 6/6A compliance with approved field tester(s) that are within 
their calibration period. 
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 TELECOM ROOM READINESS CHECKLIST 

8.01 No active electronics (switches, UPS, etc.) shall be installed in an MDF or IDF unless it 
satisfies the requirements in the telecom room readiness checklist: 
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 TELECOMMUNICATIONS DIAGRAMS 

9.01 Typical 2 rack layout 

A. Confirm placement with ITS Network Operations before bolting to the floor. Cable-
manager basis of design: CPI 30130-719 horizontal; CPI 30165-703 6-inch vertical; 
CPI 30166-703 10-inch vertical; or current ITS-approved equivalents. 

B. 2 rack diagram 
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9.02 Typical 3 rack layout 

A. Confirm placement with ITS Network Operations before bolting to the floor. Cable-
manager basis of design: CPI 30130-719 horizontal; CPI 30165-703 6-inch vertical; 
CPI 30166-703 10-inch vertical; or current ITS-approved equivalents. 

B. 3 rack diagram 
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9.03 Typical NEMA 4X enclosure layout: 

A. Confirm placement with ITS Network Operations before mounting the box or drilling 
holes for penetrations 

B. NEMA enclosure layout 
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APPENDIX 1 – PARKING AND EXTERIOR AREA INFRASTRUCTURE STANDARDS  

1.01 Document Purpose and Summary 

A. The purpose of this document is to provide design standards for parking areas and 
any outdoor space that require network connected devices such as cameras and 
wireless access points. This document governs any network connected device that is 
installed on a light pole, utility pole, emergency call stanchion, or other remote 
location. The phrase “Remote Location” is used in this document to describe those 
locations. Additionally, this document governs infrastructure requirements for areas 
such as parking garages or parking decks. 

1.02 Pathway and Infrastructure Requirements 

A. NEMA Enclosures – Remote Location Enclosure 

1. Outdoor telecommunications enclosures shall be minimum 24 x 24 x 8 inches, 
NEMA 4X stainless steel, unless otherwise approved by ITS Network Operations. 
Each enclosure shall be installed with a locking hasp and secured with an 
Owner-provided lock keyed per ITS Network Operations requirements. Basis of 
design: WIEGMANN SSN4242408, or an ITS-approved equal. Division 26, as the 
enclosure installer, shall furnish and install the enclosure mounting plate and a 
minimum 20-inch DIN rail. 

2. Always-on 120V power with a quad receptacle shall be provided inside each 
enclosure. Receptacles shall be GFCI protected. The low-voltage designer shall 
coordinate power requirements with the MEP engineer. 

3. Each enclosure shall have one (1) dedicated 1-1/4-inch conduit run from an 
underground handhole or pull box, stubbed up through the concrete base of the 
pole or emergency call stanchion. Low-voltage conduits to poles shall not be 
daisy-chained. 

4. Only devices mounted to the same physical structure as the enclosure shall be 
served by the enclosure. If another adjacent remote location has network 
connected devices, it will require its own enclosure. 

5. Where cameras or other network connected devices are to be installed on an 
emergency call stanchion, network devices shall reside inside the casing of the 
call stanchion. A NEMA enclosure is not necessary. 

6. A minimum of ten (10) feet of fiber optic service loop shall be provided inside 
each NEMA enclosure. The slack shall be neatly dressed, secured, and routed 
into the fiber termination enclosure while maintaining proper bend radius. 

B. Underground Enclosures (Handhole) 

1. All conduits from pole mounted NEMA enclosures shall run to an underground 
handhole.  

2. Handholes shall be placed at strategic cable-pulling and installation-assistance 
locations or as required by environmental and/or existing topographical 
conditions. The handholes shall be placed when bends exceed 180 degrees, 
when the conduit section length exceeds 400 feet, and within 50 feet of the 
building penetration point. Handholes shall be 24 inches wide by 36 inches long 
by 48 inches deep. 
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3. The location of the handholes shall be away from traffic conditions and be easily 
accessible for maintenance. Installation of the handholes shall be such that water 
drainage will continue after installation.  

4. The handholes shall be placed on 4-inch deep rock/gravel bottom contained by 
wire mesh that allows drainage from the box and secures the rock/gravel in place 
to solidify the base of the handhole. 

5. All conduits entering or exiting handholes shall be sealed to prevent the 
movement of water through the duct. 

6. No more than (12) conduits originating at poles or call stanchions shall terminate 
in each handhole. 

7. Handholes shall be connected with 4” HDPE between each box and between last 
box and IDF or MDF closet. Additional 4” conduits shall be added between 
handholes to ensure a 40% conduit fill capacity is not exceeded. 

8. All conduits, whether occupied with cabling or not, shall have pull string from 
each accessible pull point. 

9. Handhole lid shall be clearly distinguishable as Telecom. The lid shall be labeled 
in embossed lettering with “Telecom” or a similar wording. Handhole shall not be 
provided with a lid labeled “Electrical” or any related term to high voltage 
electrical infrastructure. Each copper and fiber cable entering or exiting a 
handhole shall be labeled with its source and destination at both the entrance 
and exit points, in accordance with Section 6.08 and the approved as-built 
drawings. 

C. Horizontal Cabling Conduits 

1. All horizontal cabling above ground in parking areas shall be run through EMT 
conduit or equivalent. No cabling shall be exposed.  

2. The minimum conduit size for low-voltage cabling shall be 1 inch in diameter. 

3. Horizontal cabling for outdoor areas not associated with new construction or a 
building renovation shall be routed to the nearest practical IDF-1 location 
approved by ITS Network Operations. 

1.03 Device Mounting 

A. Anchors 

1. All outdoor mounted devices shall be installed to the manufacturer’s 
recommendations of the device being installed. Plastic anchors are not 
acceptable for mounting or installation of any device, enclosure, or conduit. 

2. If necessary, proper strut rail or other support shall be used to secure enclosure 
and other devices. 

B. Sealant 

1. Proper silicone sealant shall be installed where a device contacts the surface it is 
mounted to ensure a waterproof seal. 

C. Exterior Wireless Access Points shall be mounted between 10 and 12 feet above 
grade. 
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1.04 Cabling Requirements 

A. Fiber 

1. Uplink Fiber Optic Cabling shall be armored loose tube, outdoor-rated 6-Strand 
OS2 single-mode fiber from the closest or most easily accessible IDF or MDF in 
the campus building, installed in 1-inch outdoor-rated innerduct, and dressed with 
fan-out kits as required. 

2. All new single-mode fiber installed shall be OS2 compliant to ITU-T G.652.D or 
newer standard. 

3. Cable shall be Berk-Tek Adventum or an ITS-approved equal. 

4. The designer shall provide one (1) fiber cable per remote location where fiber is 
required. 

5. A 10-foot service loop shall be provided at the serving MDF or IDF and stored on 
the wall above or below the cable runway. 

6. Slack is not required in small intermediate pull boxes unless specifically directed 
by ITS Network Operations. Where slack is required, it shall be secured with 
hook-and-loop fasteners and installed to maintain the manufacturer-required 
bend radius. 

7. All strands of each fiber optic cable shall be terminated on LC connectors. Fiber 
inside a NEMA enclosure or emergency stanchion shall be terminated and 
dressed using fan-out kits and LC connectors as required. 

8. A compact fiber enclosure shall be provided, and network electronics inside the 
NEMA enclosure or emergency stanchion shall be connected using an 
appropriate single-mode fiber patch cord. 

9. In the serving network closet, all strands of each fiber optic cable shall be 
terminated on LC connectors to the rear of coupler panels installed in a 19-inch 
rack-mounted fiber termination housing in the MDF or IDF. 

10. A dedicated fiber termination housing shall be provided for remote-location fiber. 
Special-systems fiber shall not be terminated in the same enclosure used for 
inter-building backbone fiber unless approved by ITS Network Operations. 

B. Copper 

1. All copper cable used in an outside-plant environment shall be OSP rated. Riser- 
or plenum-rated cable shall not be installed in underground conduit, exterior 
raceway, unconditioned outdoor spaces, concrete, or earth. 

a. Cable shall be Berk-Tek LANmark-1000 OSP rated or an ITS-approved 
equal. 

2. Cabling shall be terminated in accordance with the Alamo Colleges standards 
referenced in the main body of this document. 

3. Every emergency phone stanchion shall be served by one (1) Category 6 OSP-
rated copper cable and one (1) OS2 armored single-mode fiber cable from the 
serving MDF or IDF. The Category 6 OSP copper cable shall be the primary 
active transport for the emergency phone unless otherwise directed in writing by 
ITS Network Operations. The copper cable shall have the appropriate DITEK 
lightning/surge-protection module at both ends and shall be properly bonded and 
grounded. The DITEK module shall be selected and rated for the specific circuit 
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and installation. The fiber shall be fully terminated, tested, labeled, and available 
for the emergency phone and any current or future cameras, wireless access 
points, network switches, or other network-connected devices. Install an ITS-
approved single-mode media converter or hardened network device, compatible 
power supply, SFPs, and patch cords inside the stanchion; all copper, fiber, and 
media-conversion components shall be installed and ready for current or future 
use. 

C. Labeling 

1. All cables shall be labeled in accordance with District standards. 

2. All copper and fiber cables shall be tagged with durable outdoor-rated labels at 
each end and at every handhole entrance and exit. Label identifiers shall match 
the as-built drawings. 

3. Each remote-location enclosure shall be assigned a sequential three-digit 
identifier. For example, remote-location enclosure 001 shall be identified as RE-
001 on the as-built drawings and inside the enclosure using a permanent 
machine-generated label. 

1.05 Surge Suppression 

A. Network Device 

1. Each copper-connected network device installed in an outdoor environment shall 
be equipped with the appropriate DITEK surge-protection module selected and 
rated for the circuit and installation. 

2. The surge suppressor shall be rated for a minimum 20 kA per pair surge current 
and shall be properly bonded and grounded. 

3. Outdoor surge protectors shall be mounted inside a NEMA 4X enclosure or 
protected device housing. 

B. Analog Telephone Device 

1. Each copper-connected analog emergency phone shall have the appropriate in-
line DITEK surge-protection module at the device and at the serving MDF or IDF. 

2. The surge suppressor shall be rated for a minimum 20 kA per pair surge current 
and shall be properly bonded and grounded. 

3. The DITEK model shall be approved by ITS Network Operations for the circuit 
type, conductor count, operating voltage, data or PoE characteristics, and 
installation location. The MDF/IDF protector shall be mounted on the plywood 
backboard near the associated termination hardware. 

1.06 Network Requirements 

A. Network Hardware – NEMA Enclosure 

1. An Owner-furnished hardened Alcatel Lucent switch will be installed for network 
connectivity.  

2. Fiber SFPs will be provided by Alamo Colleges when an Alcatel Lucent switch is 
provided. 

3. The enclosure mounting plate and a minimum 20-inch DIN rail shall be furnished 
and installed by Division 26, which is responsible for installing the NEMA 
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enclosure. Division 27 shall coordinate required equipment locations and 
mounting clearances before fabrication and installation. 

B. Network Hardware – Emergency Call Stanchion 

1. The Category 6 OSP copper cable shall remain the primary active transport for 
the emergency phone unless otherwise directed in writing by ITS Network 
Operations. Install an ITS-approved hardened PoE switch or single-mode media-
conversion solution with the required power supply, SFPs, fiber patch cords, and 
copper patch leads. Basis of design is Transition Networks SI-IES-121D-LRT 
with compatible power supply, or an ITS-approved current equivalent. All 
equipment and both media shall be terminated, tested, labeled, and ready for 
current or future use. 

2. All network hardware shall be contained within the emergency call stanchion 
housing.  

3. A fiber SFP compatible with the Transition network SI-IES-121D-LRT shall be 
provided. 

C. Wireless Backhaul 

a. For a scenario where it is difficult or impossible to add pathways and cabling 
that conforms to this standard, wireless backhaul may be used. 

b. For any project where wireless backhaul is proposed, design and installation 
must be coordinated with ITS Network Operations as equipment must meet 
current ITS wireless network standards. 

1.07 Power Requirements 

A. New Install 

1. All remote enclosures shall have one always-on 120V quad receptacle that is 
GFCI protected. Each emergency phone stanchion shall also contain one 
always-on 120V GFCI-protected quad receptacle, coordinated and installed by 
Division 26. 

B. Retrofit 

1. If always-on power is not available at a remote location but photocell-controlled 
nighttime power is available, a Ventev battery-charging enclosure or ITS-
approved equivalent shall be provided with the required transformers and 
sufficient capacity to operate all installed network devices, including switches, 
media converters, cameras, and wireless access points, during periods when 
utility power is unavailable. 


	PART 1  Document Purpose
	1.01 The Alamo Colleges Telecommunications Infrastructure Standard is a guideline for structured cabling infrastructure systems and spaces to be applied by the design team for new or renovated facilities. Information herein is applicable to the techni...
	A. The standard sets forth parameters for the technical system, in addition to the site and building requirements, to facilitate a properly installed standards-compliant cabling plant, organized as follows:
	1. Telecommunications Spaces; Architectural, HVAC, Power, Entrance Pathways and Conduits
	2. Pathways; Cable Management in Telecommunications Spaces, Cable Support in Pathways
	3. System Requirements; Backbone Cabling, Horizontal Cabling, Grounding, Labeling, Testing, and As-Built Documentation.
	4. Telecommunications Diagrams; Backbone, Building MDF/IDF configuration, MDF/IDF layouts & rack elevations


	1.02 The standard addresses infrastructure for non-specialty campus buildings. Data centers and specialty facilities shall be evaluated on a case-by-case basis and shall incorporate applicable MDF requirements and ANSI/TIA-942-B provisions as directed...
	1.03 Designers shall not deviate from this standard without explicit written approval from the owner.
	1.04 The design team shall coordinate and schedule a meeting with Alamo Colleges ITS Network Operations to review the following:
	A. Overall standards document.
	B. Technology specifications document.
	C. MDF/IDF layout.
	D. Horizontal cabling design.
	E. Backbone and Uplink cabling design.
	F. Electrical power needs within MDF/IDF spaces.
	G. HVAC design within MDF/IDF spaces.
	H. Telecom grounding system design.

	1.05 Any deviations shall immediately be brought to the attention of the owner’s representative in writing for resolution.
	1.06 Where specific product brands are mentioned, an equal equivalent will be considered following an official submission of product literature and acceptance by the Alamo Colleges Information Technology Services (ITS) Department.
	1.07 Where means, methods, or best practices are addressed by this Standard, the requirements of this Standard shall be the preferred and governing path to the fullest extent permitted by applicable law and code. Contractors shall not substitute a man...
	1.08 Basic contractor qualifications are set forth but may be made more stringent as applicable to each project based upon size and scope.

	PART 2  Document History
	Part 1
	Part 2
	2.01 This document supersedes all previous standards which have been fully reevaluated and described herein by the Alamo Colleges Information Technology Services Department, and Facilities Operations and Construction Management Department.
	2.02 The contents of the standard were derived by the assembly and input from ITS and Facilities Operations and Construction Management members.
	PART 3  Industry Standards

	Part 1
	Part 2
	Part 3
	3.01 The following industry standards shall be adhered to, unless specifically directed otherwise, by Alamo Colleges. The list is not all-inclusive and does not alleviate compliance with applicable standards, codes, and best practices:
	A. ANSI/TIA-568.0-D Generic Telecommunications Cabling for Customer Premises
	B. ANSI/TIA-568.1-D Commercial Building Telecommunication Cabling Standards – Part 1 General Requirements
	C. ANSI/TIA-568.2-D Balanced Twisted-Pair Telecommunications Cabling and Components Standard
	D. ANSI/TIA-568.3-D Optical Fiber Cabling Components Standard
	E. ANSI/TIA-569-E Commercial Building Standard for Telecommunications Pathways and Spaces
	F. ANSI/TIA-598-D Optical Fiber Cable Color Coding
	G. ANSI/TIA-606-D Administration Standard for Telecommunications Infrastructure
	H. ANSI/TIA-607-E Generic Telecommunications Bonding and Grounding (Earthing) for Customer Premises
	I. ANSI/TIA-758-B Customer-owned Outside Plant Telecommunications Infrastructure Standard
	J. ANSI/TIA-526-7-A Measurement of Optical Power Loss of Installed Singlemode Fiber Cable Plant – OFSTP-7
	K. ANSI/TIA-526-14-C Optical Power Loss Measurements of Installed Multimode Fiber Cable Plant – OFSTP-14
	L. ANSI/TIA-1152-A Field Testing of Installed Twisted-Pair Cabling
	M. ANSI/TIA-942-B Telecommunications Infrastructure Standard for Data Centers
	N. ADA – Americans with Disabilities Act of 2010 www.ada.gov/2010ADAstandards_index.htm
	O. AIA – American Institute of Architects www.aia.org
	P. ANSI – American National Standards Institute www.ansi.org
	Q. ASHE – American Society of Healthcare Engineering www.ashe.org
	R. ASTM – American Society of Testing and Materials www.astm.org
	S. BICSI – Building Industry Consulting Service International, Inc. (RCDD Standards) www.bicsi.org
	T. CFR – Code of Federal Regulations www.gpo.gov/fdsys/browse/collectionCfr.action?collectionCode=CFR (Available from the Government Printing Office) (Material is usually first published in the Federal Register)
	U. U.S. Copyright Law, December 2016 www.copyright.gov/title17
	V. ECIA – Electronic Components Industry Association ESC – EIA Standards Council www.eciaonline.org
	W. IACS – International Annealed Copper Standard www.ndt-ed.org/GeneralResources/IACS/IACS.htm
	X. IEC – International Electrotechnical Commission www.iec.ch
	Y. IEEE – Institute of Electrical and Electronics Engineers standards.ieee.org
	Z. ISO – International Organization for Standardization www.iso.org
	AA. ITU-T – International Telecommunication Union – Telecommunication www.itu.int
	AB. NEC – National Electrical Code (NFPA 70) maintained by NFPA – National Fire Protection Association www.nfpa.org
	AC. NECA – National Electrical Contractors Association www.necanet.org
	AD. NEMA – National Electrical Manufacturers Association www.nema.org
	AE. OSHA – Occupational Safety and Health Administration (U.S. Department of Labor, OSHA) www.osha.gov
	AF. TIA – Telecommunications Industry Association www.tiaonline.org/standards
	AG. UL – Underwriters’ Laboratories www.ul.com
	AH. Applicable Flame Test: UL 910 (NFPA 262 2019).

	PART 4  Contractor Qualifications

	Part 1
	Part 2
	Part 3
	Part 4
	4.01 The designer shall include the following Contractor Minimum Qualifications with each project specification:
	A. Contractor shall be certified by the manufacturer of all products to furnish a 15-year performance certification for cabling and connectivity, and applicable manufacturer warranties for the remaining products.

	4.02 Specific project contractual documents and or requirements developed by the A/E design team for construction shall supersede this standards document.
	4.03 Company has the required Prior Project Experience: At least 5 years of installation of structured cabling systems. My company can provide a minimum of three (3) project references that have/had a similar scope and each project equal at least 80% ...
	4.04 References must include contact name, phone number, email address, brief description of project, date of completion, and contract amount.
	4.05 Company meets all of the following minimum qualifications in order to be considered qualified to perform this contract. My company certifies that it:
	A. Maintains installers/technicians, certified in the solution being proposed herein.
	B. Can respond on-site to standard service calls within 8 hours (business hours) time. Can respond on-site to emergency service calls within 4 hours (business hours) time.

	PART 5  Nomenclature

	Part 1
	Part 2
	Part 3
	Part 4
	Part 5
	5.01 In many cases, industry nomenclature is used, but is blended with district-specific terms to best suit the College’s needs.
	A. Industry Specific
	1. MDF – Main Distribution Frame, the main point of connection for service providers; houses backbone terminations and telecommunications equipment for cross-connection and distribution to Intermediate Distribution Frames and other backbone systems.
	2. IDF – Intermediate Distribution Frame, houses the backbone terminations and telecommunications equipment for cross-connection and distribution to user workstations.

	B. Alamo Colleges Specific
	1. Campus MDF – MDF that serves the entire campus by distributing backbone connections to the first IDF in each other building on campus and to the IDF-2s of the building in which it resides. Campus MDFs shall not terminate desktop data, voice/telepho...
	2. Building MDF – MDF that distributes backbone cables to the IDF-2s in the building in which it resides. Applies to stand-alone single buildings. Building MDFs shall not terminate desktop data, voice/telephone, or other horizontal endpoint cabling.
	3. IDF-1 – the first IDF in every other campus building that distributes backbone cabling to the IDF-2s of the building in which it resides, and cross connects to user workstations. Does not apply to the building with the Campus MDF or stand-alone sin...
	4. IDF-2 – IDFs that are not serving as an IDF-1, receive backbone cabling from the Campus MDF, Building MDF, or IDF-1, and cross connects to user workstations.


	PART 6  District Infrastructure Standards

	Part 1
	Part 2
	Part 3
	Part 4
	Part 5
	Part 6
	6.01 Telecommunications Spaces
	A. Campus MDF (does not apply to a stand-alone single-building facility)
	1. Description
	a. The Campus MDF is a Telecommunications space that serves a multi-building facility or campus. There is only (1) on each campus.
	b. The Campus MDF houses the entrance conduits, terminations, and cross connections for all incoming inter-building backbone cabling from the IDF-1s in other buildings on the campus, and the intra-building backbone cabling from the IDF-2s of the build...
	c. Wall and floor space shall be reserved for service provider demarcation equipment and incoming infrastructure terminations.
	d. Campus distribution network equipment, servers, and other centralized telecommunications related equipment will reside in the Campus MDF; the Campus MDF is not intended to support academic or district servers, which will reside in separate space.
	e. The Campus MDF may share space with other systems such as security panels, fire alarm panels, paging systems, CATV, and building control panels.
	f. The Campus MDF shall not be used for storage, serve as a mechanical or electrical distribution space, nor shall it have, within its space, main electrical feeds, water or sprinkler main lines.
	g. The Campus MDF shall not contain or serve as a path to a roof hatch, roof ladder, roof access door, or other roof access point.
	h. MDFs shall not be located near sources of water or plumbing. Neither shall the MDF be adjacent to restrooms or plumbing chases nor shall plumbing be routed over the MDF rooms.
	i. AC ducts or active water pipes should not be present in an MDF or pass over the equipment racks but if it is unavoidable, a drip pan shall be installed above the rack with a discharge hose and leak sensor alarm
	j. The layout of racks, cabinets, wall fields, and cable management shall be as indicated on the attached diagrams. An in-place mock up shall be provided for ITS Network Operations to make any adjustments to the layout prior to the Contractor securing...

	2. Architectural (Campus MDF)
	a. The Campus MDF shall be a minimum of 600 square feet with a minimum clear lineal wall length of at least 30 feet; all walls shall go to deck. Refer to MDF diagram for dimensions as minimum depth and width are critical to proper front/rear rack clea...
	b. The floor is not required to be raised; floor finish shall be concrete sealed (with epoxy-based, non-conductive sealant) and polished.
	c. The Campus MDF shall not contain windows.
	d. Campus MDF shall have an exterior wall that is within 50 feet of the building exterior, and not be located adjacent to or below restrooms or other water-based facilities, or sources of EMI and mechanical vibration.
	e. The Campus MDF shall have a minimum 2-hour fire-resistance rating in accordance with IBC and NFPA requirements.
	f. All walls of the Campus MDF shall be covered with AC Grade ¾” Fire Retardant Plywood, aligned vertically starting at 18 inches above finished floor extending to 114” above finished floor. The plywood shall be painted, but the contractor shall tempo...
	g. The room shall be without a ceiling, if possible, or a lift-out tile ceiling, when required. Cables or devices penetrating the ceiling tiles shall not pass through a bare ceiling tile but shall be routed through adequately sized bushings. The ceili...
	h. Entry to the space shall be through a minimum 42-inch by 80-inch clear door opening that swings outward. The door shall be solid core or steel with no window. The door shall securely lock, and access shall only be by Alamo Colleges - approved perso...
	i. Access control and surveillance shall comply with the requirements in the Access Control and Surveillance subsection below.
	j. Fire suppression for the Campus MDF shall be sprinklers in the MDF when the remainder of the building is equipped with a sprinkler system.
	k. A pre-action fire suppression system shall be considered by the design team on a case-by-case basis. For each project, the design team (architect, MEP and technology consultant) shall coordinate meeting with the Owner to discuss full MEP design inc...
	l. Access Control and Surveillance
	i. The Campus MDF entrance shall be equipped with an Alamo Colleges-standard, HID-compatible, networked electronic proximity lockset mounted on the door wherever door construction, fire rating, egress requirements, and applicable code permit. The exis...
	ii. The Campus MDF room shall be equipped with a minimum of one (1) Genetec-compatible IP security camera providing coverage of the entrance door, equipment racks, and cable management areas.
	iii. MDF and IDF doors shall be keyed to the District’s restricted key system in accordance with Alamo Colleges standards and as administered by the District Locksmith, currently Texas Lock, or other ITS-approved vendor.


	3. HVAC (Campus MDF)
	a. The Campus MDF shall be serviced by a dedicated computer room air conditioning (CRAC) unit that is part of the building’s main system and managed and monitored by the building management system. The unit shall maintain a constant 24/7 cooled enviro...
	b. Typically, the minimum HVAC load shall be designed to displace 20KW of power, or 6 Tons, and shall be designed to load, if the known load is greater at the time of design. For each project, the design team (architect, MEP and technology consultant)...
	c. It is recommended that the Campus MDF maintain the stated temperature and humidity in the event of building power outages or primary HVAC system failure.
	d. Air delivery shall be aligned in the front of the equipment rows and returns at the rear of the equipment rows.
	e. All Campus MDFs shall include environmental monitoring integrated into the District’s network monitoring system.
	i. At minimum, the following shall be installed:
	a. Temperature sensor
	b. Humidity sensor
	c. Water detection sensor
	d. Door open/close sensor
	e. Power failure notification
	ii. Environmental alerts shall be configured to notify ITS Network Operations within 60 seconds of threshold breach.


	4. Lighting (Campus MDF)
	a. Light fixtures shall be at least 12 inches above the top of the highest rack or cable runway, 18 inches is recommended. Lighting shall be a minimum of 50-foot candles measured at 3 feet above the floor in the entire space.
	b. The Campus MDF shall be equipped with emergency lighting to keep the space lit during power outages.

	5. Power (Campus MDF)
	a. Power for the Campus MDF shall be in two categories: dedicated and convenience.
	b. All power outlets must be labeled with electrical panel and circuit location information with permanently attached label.
	c. Dedicated
	i. The Campus MDF shall be provided with dedicated electrical feeder(s) sized and configured to match the input requirements of the ITS-approved Vertiv Liebert APS UPS system or current ITS-approved equivalent. Voltage, phase, conductor count, overcur...
	ii. The Campus MDF shall be equipped with a Vertiv Liebert APS Series UPS system, or current ITS-approved equivalent. The UPS system shall be sized for a minimum capacity equal to twice the calculated expected connected load and shall include battery ...
	iii. Additional power circuits to be allocated to security, fire alarm, building controls, and service provider equipment shall be considered and coordinated at the time of building design. Security panels located within an MDF or IDF shall be provide...
	iv. Power distribution to the racks and cabinets shall be achieved by installing PDUs which are not within the scope of this document and are to be provided by the ITS Network Operations.
	v. For each project, the design team (architect, MEP, and technology consultant) shall coordinate a meeting with the Owner to discuss full MEP design including HVAC system needs.

	d. Convenience
	i. The Campus MDF shall be equipped with 20 Amp Duplex NEMA 5-20R receptacles, with maximum (6) receptacles on each circuit. The originating electrical panel shall be equipped with a 20 Amp breaker per circuit.
	ii. A Duplex receptacle shall be spaced at least 1 foot from an adjacent wall and every 6 feet thereafter. A minimum of (1) Duplex receptacle shall be placed in each wall and be flush mounted to the finished wall surface at 18 inches above finished fl...
	iii. Refer to MDF layout diagrams for outlet locations.


	6. Racks and Cable Management (Campus MDF)
	a. The Campus MDF shall be equipped with four (4) Standard 2-post Equipment Racks.
	b. Equipment racks shall not be anchored or bolted to the floor until the final rack location and orientation have been reviewed and approved by ITS Network Operations. Approval shall be obtained during an on-site layout review or in writing before dr...
	i. Each rack shall be equipped with a vertical cable manager on both sides of the rack. Adjacent racks may share a vertical wire manager between them.
	ii. Each rack shall be equipped with a horizontal wire manager above and below each horizontal patch panel and each network switch.

	c. The Campus MDF shall be equipped with (2) Server Cabinets. Cabinets shall be bayed together with removable side panels when mounted adjacently. The fronts of the cabinets shall face the front of the future cabinet row to allow for a hot row cold ro...
	i. Space shall be allocated for an additional (7) future Server Cabinets.
	ii. Space equivalent to (2) Server Cabinets shall be allocated for service provider equipment.

	d. The Campus MDF shall be equipped with cable runway encircling the room at 86 inches above the finished floor and crossing the room parallel to the rack rows (3) times.
	i. Cable runway shall attach to the tops of Standard Equipment Racks utilizing rack-to-runway hardware kits.
	ii. Cable runway shall suspend above Server Cabinets and be supported overhead by all thread to the building structure utilizing manufacturer-approved hardware and methods.
	iii. A vertical section of cable runway shall be attached to the wall board to manage backbone and service provider cables as they transition from the entrance conduits to the overhead cable runway.


	7. Fiber Routing System
	a. In each MDF, Design shall include a Fiber Routing System horizontally adjacent to above rack tray system. All fiber cables shall be placed in Fiber Routing System.
	b. Duct shall be made of 6”x4” yellow PVC material. All straight sections, corners and drop out shall be part of a complete manufactured system.


	B. Building MDF (does not apply to a multi-building campus facility)
	1. Description
	a. The Building MDF is a Telecommunications space that serves a single stand-alone building that is not part of a multi-building campus. There is only (1) in each stand-alone building.
	b. The Building MDF houses the entrance conduits, terminations, and cross connections for all incoming intra-building backbone cabling from the IDF-2s of the building in which it resides. It shall not house cross connects to user workstations or horiz...
	c. Wall and floor space shall be reserved for service provider demarcation equipment and incoming infrastructure terminations.
	d. Building distribution network equipment, servers, and other telecommunications related equipment will reside in the Building MDF.
	e. The Building MDF may share space with other systems such as security panels, fire alarm panels, and building control panels.
	f. The Building MDF shall not be used for storage, serve as a mechanical or electrical distribution space, nor shall it have within its space main electrical feeds, water or sprinkler main lines.
	g. The Building MDF shall not contain or serve as a path to a roof hatch, roof ladder, roof access door, or other roof access point.
	h. The layout of racks, cabinets, wall fields and cable management shall be as indicated on the attached diagram. An in-place mock up shall be provided for ITS Network Operations to make any adjustments to the layout prior to the Contractor securing a...

	2. Architectural (Building MDF)
	a. The Building MDF shall be a minimum of 400 square feet with a minimum clear linear wall length of at least 25 feet; all walls shall go to deck.
	b. The floor is not required to be raised; floor finish shall be concrete sealed (with epoxy-based, non-conductive sealant) and polished.
	c. The Building MDF shall not contain windows.
	d. Building MDF shall have an exterior wall that is within 50 feet of the building exterior, and not be located adjacent to or below restrooms or other water-based facilities, or sources of EMI and mechanical vibration.
	e. MDFs shall not be located near sources of water or plumbing. Neither shall the MDF be adjacent to restrooms or plumbing chases nor shall plumbing be routed over the MDF rooms.
	f. The Building MDF shall have a minimum 2-hour fire-resistance rating in accordance with IBC and NFPA requirements.
	g. Light fixtures shall be at least 12 inches above the top of the highest rack or cable runway, 18 inches is recommended. Lighting shall be a minimum of 50-foot candles measured at 3 feet above the floor in the entire space.
	h. The room shall be without a ceiling if possible or a lift-out tile ceiling when required. Cables or devices penetrating the ceiling tiles shall not pass through a bare ceiling tile but shall be routed through adequately sized bushings. The ceiling ...
	i. Entry to the space shall be through a minimum 42-inch by 80-inch clear door opening that swings outward. Door shall be solid core or steel with no window. The door shall securely lock, and access shall only be by Alamo Colleges approved personnel. ...
	j. Access control and surveillance shall comply with the requirements in the Access Control and Surveillance subsection below.
	k. Fire suppression for the Building MDF shall be sprinklers in the MDF when the remainder of the building is equipped with a sprinkler system.
	l. A pre-action fire suppression system shall be considered by the design team on a case-by-case basis.
	m. Access Control and Surveillance
	i. The Building MDF entrance shall be equipped with an Alamo Colleges-standard, HID-compatible, networked electronic proximity lockset mounted on the door wherever door construction, fire rating, egress requirements, and applicable code permit. The ex...
	ii. The Building MDF room shall be equipped with a minimum of one (1) Genetec-compatible IP security camera providing coverage of the entrance door, equipment racks, and cable management areas.
	iii. MDF and IDF doors shall be keyed to the District’s restricted key system in accordance with Alamo Colleges standards and as administered by the District Locksmith, currently Texas Lock, or other ITS-approved vendor.

	n. All walls of the Building MDF shall be covered with AC Grade ¾” Fire Retardant Plywood, aligned vertically starting at 18 inches above finished floor extending to 114” above finished floor. The plywood shall be painted, but the contractor shall tem...

	3. HVAC (Building MDF)
	a. The Building MDF shall be serviced by a dedicated computer room air conditioning (CRAC) unit that is part of the building’s main system. The unit shall maintain a constant 24/7 cooled environment between 68  and 75  F with humidity of 41.9 F Dew Po...
	b. The HVAC load shall be designed to displace a minimum of 12KW of power, or 3.5 Tons, and shall be designed to load, if the known load is greater at the time of design.
	c. It is recommended that the Building MDF maintain the stated temperature and humidity in the event of building power outages or primary HVAC system failure.
	d. Air delivery shall be aligned in the front of the equipment rows and returns at the rear of the equipment rows.
	e. All Building MDFs shall include environmental monitoring integrated into the District’s network monitoring system.
	i. At minimum, the following shall be installed:
	a. Temperature sensor
	b. Humidity sensor
	c. Water detection sensor
	d. Door open/close sensor
	e. Power failure notification
	ii. Environmental alerts shall be configured to notify ITS Network Operations within 90 seconds of threshold breach.


	4. Lighting (Building MDF)
	a. Light fixtures shall be at least 12 inches above the top of the highest rack or cable runway, 18 inches is recommended. Lighting shall be a minimum of 50-foot candles measured at 3 feet above the floor in the entire space.
	b. The Building MDF shall be equipped with emergency lighting to keep the space lit during power outages.

	5. Power (Building MDF)
	a. Power for the Building MDF shall be in two categories: dedicated and convenience.
	b. Dedicated
	i. The Building MDF shall be provided with dedicated electrical feeder(s) sized and configured to match the input requirements of the ITS-approved Vertiv Liebert APS UPS system or current ITS-approved equivalent. Voltage, phase, conductor count, overc...
	ii. The Building MDF shall be equipped with a Vertiv Liebert APS Series UPS system, or current ITS-approved equivalent. The UPS system shall be sized for a minimum capacity equal to twice the calculated expected connected load and shall include batter...
	iii. Additional power circuits to be allocated to security, fire alarm, CATV, building controls, and service provider equipment shall be considered and coordinated at the time of building design. Security panels located within an MDF or IDF shall be p...
	iv. Power distribution to the racks and cabinets shall be achieved by installing PDUs which are not within the scope of this document and are to be provided by the ITS Network Operations.

	c. Convenience
	i. The Building MDF shall be equipped with 20 Amp Duplex NEMA 5-20R receptacles, with maximum (6) receptacles on each circuit. The originating electrical panel shall be equipped with a 20 Amp breaker per circuit.
	ii. A Duplex receptacle shall be spaced at least 1 foot from an adjacent wall and every 6 feet thereafter. A minimum of (1) Duplex receptacle shall be placed in each wall and be flush mounted to the finished wall surface at 18 inches above finished fl...


	6. Racks and Cable Management (Building MDF)
	a. The Building MDF shall be equipped with (4) Standard Equipment Racks.
	i. Equipment racks shall not be anchored or bolted to the floor until the final rack location and orientation have been reviewed and approved by ITS Network Operations. Approval shall be obtained during an on-site layout review or in writing before dr...
	ii. Each rack shall be equipped with a vertical cable manager on both sides of the rack. Adjacent racks may share a vertical wire manager between them.
	iii. Each rack shall be equipped with a horizontal wire manager above and below each horizontal patch panel and each network switch.
	iv. Appropriate mounting screws per rack shall be provided by contractor

	b. The Building MDF shall be equipped with (1) Server Cabinet. The fronts of the cabinets shall face the row of equipment racks.
	i. Space shall be allocated for an additional (3) future Server Cabinets.
	ii. Cabinets shall be bayed together with sides removed when mounted adjacently.
	iii. Wall space at the back of the Building MDF shall be allocated for service provider equipment.

	c. The Building MDF shall be equipped with cable runway encircling the room at 86 inches above the finished floor and crossing the room parallel to the rack rows (2) times.
	i. Cable runway shall attach to the tops of Standard Equipment Racks utilizing rack-to-runway hardware kits.
	ii. Cable runway shall suspend above Server Cabinets and be supported overhead by all thread to the building structure utilizing manufacturer-approved hardware and methods.
	iii. A vertical section of cable runway shall be attached to the wall board to manage backbone and service provider cables as they transition from the entrance conduits to the overhead cable runway.



	C. IDF-1 and IDF-2
	1. Description
	a. IDF-1
	i. An IDF-1 is a Telecommunications space that resides in each building that is part of a multi-building campus. There is only (1) in each building that is part of a multi-building campus (other than the building housing the Campus MDF.)
	ii. An IDF-1 houses the entrance conduits, terminations, and cross connections for all incoming inter-building cabling from the Campus MDF and all intra-building backbone cabling from the IDF-2s of the building in which it resides.
	iii. An IDF-1 houses the terminations and cross connections for the horizontal user workstation cabling in the area of the building that it serves.
	iv. An IDF-1 does not exist in a single stand-alone building.

	b. IDF-2
	i. An IDF-2 is a Telecommunications space that resides in each building that requires more than a single closet from which to terminate horizontal workstation cables. There may be multiple IDF-2s in each building as required to maintain horizontal cab...
	ii. An IDF-2 houses the terminations, and cross connections for all incoming intra-building cabling from the MDF or IDF-1 of the building in which it resides.
	iii. An IDF-2 houses the terminations and cross connections for the horizontal user workstation cabling in the area of the building that it serves.

	c. Building workstation access network equipment will reside in the IDFs.
	d. The IDF may share space with other systems such as security panels, CATV cabling, and paging system cabling.
	e. The IDF shall not be used for campus storage or AV equipment.
	f. The IDF shall not contain:
	i. Electrical panels
	ii. Custodial sinks
	iii. Storage shelving
	iv. Fire risers
	v. Domestic water lines
	vi. Steam or chilled water piping
	vii. Roof hatches, roof ladders, roof access doors, or other routes used to access the roof

	g. The IDF shall not serve as a mechanical or electrical distribution space, nor shall it have within its space main electrical feeds, water or main sprinkler lines.
	h. AC ducts or active water pipes should not be present in an IDF or pass over the equipment racks but if it is unavoidable, a drip pan shall be installed above the rack with a discharge hose and leak sensor alarm
	i. The layout of racks, wall fields, and cable management shall be as indicated on the attached diagrams. An in-place mock up shall be provided for ITS Network Operations to make any adjustments to the layout prior to the Contractor securing anything ...
	j. Exceptions to any of the above require written ITS approval.

	2. Architectural (IDF-1 and IDF-2s)
	a. The IDF shall be a minimum of 108 square feet with minimum clear lineal wall lengths of at least 9 feet by 12 feet; all walls shall go to deck.
	i. IDF shall not have columns, fur outs or other obstructions.

	b. Floor finish shall be concrete sealed (with epoxy-based, non-conductive sealant) and polished IDF shall not have windows.
	c. IDFs shall be arranged in a stacked formation in multi-story buildings, and not be located near sources of EMI and mechanical vibration.
	d. IDFs shall not be located near sources of water or plumbing. Neither shall the IDF be adjacent to restrooms or plumbing chases nor shall plumbing be routed over the IDF rooms.
	e. The IDF spaces shall have a minimum 2-hour fire-resistance rating in accordance with IBC and NFPA requirements.
	f. All walls of the IDF shall be covered with AC Grade ¾” Fire Retardant Plywood, aligned vertically starting at 22 inches above the finished floor. The plywood shall be painted on both sides with fire retardant paint (UL 723). Contractor shall ensure...
	g. The room shall be without a ceiling. No ACT or gypsum ceilings.
	h. Entry to the space shall be through a minimum 36-inch by 80-inch clear door opening that swings outward. Door shall be solid core or steel with shatter-proof window if equipped. The door shall securely lock, and access shall only be by Alamo Colleg...
	i. Access Control and Surveillance
	i. The IDF entrance shall be equipped with an Alamo Colleges-standard, HID-compatible, networked electronic proximity lockset mounted on the door wherever door construction, fire rating, egress requirements, and applicable code permit. The existing ba...
	ii. Each IDF room shall be equipped with a minimum of one (1) Genetec-compatible IP security camera providing coverage of the entrance door, equipment racks, and cable management areas.
	iii. MDF and IDF doors shall be keyed to the District’s restricted key system in accordance with Alamo Colleges standards and as administered by the District Locksmith, currently Texas Lock, or other ITS-approved vendor.


	3. HVAC (IDF-1 and IDF-2s)
	a. The IDF shall be served by the building HVAC system and be equipped with additional Split DX system through the wall above the door which cools only when the building HVAC is inadequate or not running.
	i. The system or unit shall maintain a constant 24/7 cooled environment between 68  and 75  F with a humidity of 40% to 55%.
	ii. HVAC system shall provide A/C and no heat.

	b. The minimum HVAC load shall be designed to displace 5KW of power, or 1.5 Refrigerant Tons.
	i. System shall be designed to load if the load is greater and known at the time of design.

	c. No HVAC ducts shall pass through the IDF space or within 3’ of the perimeter of the IDF, unless serving the IDF.
	d. All Campus IDFs shall include environmental monitoring integrated into the District’s network monitoring system.
	i. At minimum, the following shall be installed:
	a. Temperature sensor
	b. Humidity sensor
	c. Water detection sensor
	d. Door open/close sensor
	e. Power failure notification
	ii. Environmental alerts shall be configured to notify ITS Network Operations within 120 seconds of threshold breach.


	4. Lighting (IDF-1 and IDF-2s)
	a. Light fixtures shall be at least 12 inches above the top of the highest rack or cable runway, 18 inches is recommended.
	b. Lighting shall be a minimum of 40-foot candles at 2 feet above the floor in the entire space.
	c. IDFs shall be equipped with emergency lighting.

	5. Power (IDF-1 and IDF-2s)
	a. Power for the IDF shall be in two categories: dedicated and convenience.
	b. Dedicated
	i. The IDF shall be equipped with a minimum of (2) dedicated 120 volt 20 Amp circuits, with two NEMA L5-20R receptacles at the bottom of each rack. The originating electrical panel will be equipped with 20 AMP breakers. The electrical panel shall not ...
	ii. The IDF shall be equipped with a minimum of (2) Vertiv 2200VA 2U rack-mounted UPS with a single NEMA L5-20P power cord to provide 5 minutes of run time at full load. Basis of design is Vertiv PSI5-2200RT120.
	iii. Additional power circuits to be allocated to security shall be considered and coordinated at the time of building design. Security panels located within an MDF or IDF shall be provided with power in accordance with the current Alamo Colleges Secu...
	iv. Power distribution shall be achieved by the installation of PDUs.

	c. Convenience
	i. The IDF shall be equipped with 20 Amp Duplex NEMA 5-20R receptacles, maximum (6) per circuit. The originating electrical panel shall be equipped with a 20 Amp breaker per circuit.
	ii. A Duplex receptacle shall be spaced at least 1 foot from an adjacent wall and every 6 feet thereafter. A minimum of (1) Duplex receptacle shall be placed in each wall and be flush mounted to the finished wall surface at 18 inches above finished fl...


	6. Racks and Cable Management (IDF-1 and IDF-2s)
	a. The IDF shall be equipped with (2) Standard Equipment Racks.
	i. Equipment racks shall not be anchored or bolted to the floor until the final rack location and orientation have been reviewed and approved by ITS Network Operations. Approval shall be obtained during an on-site layout review or in writing before dr...
	ii. Each rack shall be equipped with a vertical cable manager on both sides of the rack. Adjacent racks may share a vertical wire manager between them.
	iii. Each rack shall be equipped with a horizontal wire manager above and below each horizontal patch panel and each network switch.
	iv. Space shall be reserved for an additional rack and vertical wire manager.
	v. Appropriate mounting screws per rack shall be provided by contractor

	b. The IDF shall be equipped with a cable runway encircling the room at 90 inches above the finished floor and crossing the room parallel to the rack rows (1) time.
	i. Cable runway shall attach to the tops of Standard Equipment Racks utilizing rack-to-runway hardware kits.
	ii. A vertical section of the cable runway shall be attached to the wall board to manage backbone cables as they transition from floor sleeves to the overhead cable runway.




	6.02 Entrance Pathways and Conduits
	A. Design Principles
	1. Pathways and conduits are described herein with regard to capacity, function, and basic design principles and shall be designed by the MEP in accordance with NEC and ANSI/TIA-758-B, Customer Owned Outside Plant Telecommunications Cabling.
	2. Telecommunications Conduit Systems shall:
	a. Contain no more than the equivalent (2) 90-degree bends between pull boxes.
	b. Maintain a minimum bend radius of 10 times the diameter of the conduit.
	c. Not exceed 40 percent fill ratio for multiple cables.
	d. Include a minimum of one (1) spare empty conduit between MDF and IDF.
	e. Be placed at a minimum depth of 24 inches from the top of the conduit to the finished grade.
	f. Be interrupted by an adequately sized pull box at least every 600 feet for sections containing up to (1) 90 degree of bend, and at least every 350 feet for sections with the equivalent of (2) 90 degree bends.
	i. Pull boxes shall be of adequate depth for conduits to enter from the side of the pull box and not be required to sweep up into the box.

	g. Stub up into the MDF between 1 and 3 inches above the finished floor.
	h. Contain mule tape / pull string, be fitted with bushings, and sealed appropriately at both ends to prevent liquid infiltration.
	i. All inter-building conduit systems shall include minimum 25% spare capacity beyond initial design fill.


	B. Service Provider Conduits
	1. Minimum of (4) 4-inch conduits shall route underground from the MDF to the edge of the property Right of Way and terminate as required by the service provider. Additional conduits shall be added as required. Each 4-inch service-provider conduit sha...
	2. Manholes and pull boxes shall be utilized as required for a telecommunications-compliant conduit distribution system.
	3. Where the service provider termination location is unidentified at the time of design, the conduits shall route from the MDF to an adequately sized pull box or manhole at least 30 feet from the building edge.

	C. Campus Serving Conduits
	1. A minimum of (2) 4-inch conduits shall route underground from the Campus MDF to the IDF-1 of each additional building on the campus. Additional conduits shall be added as required if fill capacity exceeds 40 percent. Each 4-inch campus-serving cond...
	2. Manholes and pull boxes shall be utilized as required for a Telecommunications-compliant conduit distribution system.
	3. Where only the first building of a campus is being designed, two (2) 4-inch conduits for each additional future building shall route from the campus MDF to an adequately sized pull box or manhole at least 30 feet from the building edge.

	D. Building Entrance for Large Campus
	1. For large campuses, the MEP and Structural Engineer shall consider a conduit entrance vault as part of the Campus MDF sub floor.


	6.03 Cable Management in Telecommunications Spaces
	A. Racks
	1. Racks shall be black aluminum Standard Equipment Racks with EIA 19-inch rails, 84-inch (45 RMU) overall height, 6-inch rail depth, dual floor mounting flanges, and rack mount unit markings engraved on the rails.
	2. After ITS Network Operations approves the final rack location and orientation, racks shall be bolted to the concrete floor and the overhead cable runway utilizing manufacturer-recommended hardware and methods.

	B. Server Cabinets
	1. Server Cabinets shall be 24 inches by 42 inches by 84 inches with adjustable front and rear EIA 19” rail kits, enclosed with ventilated front and rear locking doors, adjustable leveling feet, vertical cable manager for one rail, and grounding kit.
	2. Cabinets shall be set directly on the finished floor but not bolted unless set on a raised floor. Adjacent cabinets shall be bayed together with the sides removed.

	C. Overhead Cable Management
	1. Overhead Cable Management shall be 18-inch (MDF and IDF) Universal Cable Runway made of 3/8” x 1-1/2” x .065” wall rectangular steel tubing with cross members welded at 12-inch intervals.
	a. Cable Runway shall be installed utilizing appropriate hardware to support, join, or attach sections to structures, and shall be supported at a minimum of 5 foot intervals.


	D. Vertical Cable Managers
	1. Vertical cable managers shall be black, double-sided, 84-inch units sized as shown on the approved rack layout. Basis of design: CPI 30165-703 for 6-inch vertical managers and CPI 30166-703 for 10-inch vertical managers, or current ITS-approved equ...
	a. Bolt vertical cable managers to the racks with included hardware kit.


	E. Horizontal Cable Managers.
	1. Attach horizontal cable managers to the rack rails with included screws.
	2. Horizontal cable managers shall be black, double-sided, 2-RMU units. Basis of design: CPI 30130-719 or current ITS-approved equivalent. Provide a horizontal cable manager above and below each horizontal patch panel and each network switch.


	6.04 Cable Support in Pathways
	A. Main Cable Pathway
	1. Main cable pathway shall be designed by the MEP, shown on the electrical drawings, and be installed by the Division 26 electrical contractor. Cable Tray shall be Electro Zinc Wire Mesh Basket Tray, minimum 12 inches wide by 2 inches tall; size shal...
	2. Basket Tray shall be installed utilizing appropriate hardware to support, join, or attach sections to structures, shall be supported at a minimum of 5-foot intervals, and grounded as a single-conductor system. Tray manufacturer recommendations shal...

	B. Sleeves and Penetrations and EZ Path
	1. Sleeves and Penetrations are described herein with regard to capacity, function, and basic design principles and shall be designed by the MEP in accordance with NEC and ANSI/TIA-569-E, Commercial Building Standard for Telecommunications Pathways an...
	2. All sleeves shall be equipped with nylon bushings.
	3. Scale the quantities of sleeves to maintain a 40 percent fill ratio (or less) in each sleeve.
	4. Above MDFs or IDFs install minimum of (4) 4” EMT sleeves through the partition wall between the MDF or IDF overhead space and the main cabling pathway.
	5. Between directly aligned vertically stacked MDF and IDFs install minimum of (2) 4” EMT sleeves into bored penetrations through the upper floor structure.
	6. Between slightly skewed vertically stacked MDF and IDFs install minimum of (2) continuous 4” EMT conduits from the outside wall of the upper to the outside wall of the lower IDF.
	7. Between completely skewed MDFs and IDFs on adjacent floors, install minimum of (2) 4” EMT sleeves through the floor the upper IDF into the accessible ceiling space below and utilize above-ceiling pathways to route cabling into the IDF or MDF on the...
	a. Pathways through fire-rated walls of each MDF and IDF shall use STI EZ-PATH fire-rated cable pathway devices for low-voltage, video, data, voice, and optical-fiber cabling where frequent moves, additions, and changes may occur. Provide not fewer th...
	b. Be tested for the surrounding construction and cable types involved.
	c. Have UL Systems permitting cable loads from; “Zero to 100% Visual Fill.”  This requirement eliminates the need for fill-ratio calculations to be made by cable technicians to ensure cable load is within the maximum allowed by UL System.
	d. Not have inner fabric liner that tightens around and compresses cables tightly together encouraging potential cable damage or interference.
	e. Removal and or replacement of any material such as, but not limited to, firestop caulk, putty, pillows, bags, foam muffins, foam, foam plugs, foam blocks, or foam closures of any sort.
	f. Pathway devices may be ganged together for larger cable capacities provided that not fewer than four (4) separate, independently re-enterable pathways are maintained.
	g. Pathways shall be engineered to be re-enterable so they can be retrofitted and removed from around existing cables without cutting and re-splicing them.
	h. Cable Pathway Devices passing vertically through floors shall have equal F & T Rating. (See UL System # F-A-3037, Item #4 “EZ-PATH Grid T-Rating Kit” Part # TRK444)
	i. Affix adhesive wall label immediately adjacent to devices to communicate to future cable technicians, authorities having jurisdiction and others the manufacturer of the device and the corresponding UL System number installed.
	j. Waterfalls shall be installed at wall penetrations to ensure a smooth cable radius bend.


	C. All conduit, sleeves, cable tray, basket tray, and cable pathway devices shall be engineered not to exceed 40% fill at initial installation and shall include growth capacity as required by the project drawings and current Alamo Colleges standards.
	D. Rough-ins and local power
	1. At each wall-mounted device location, install a 4 inch by 4 inch by 2-1/8 inch double-gang back box with double-gang mud ring at 18 inches above the finished floor, at 42 inches for emergency wall phones, 6 inches below the ceiling grid for wireles...
	a. When routed through accessible ceiling, install wide base j-hooks at 4-5 foot staggered intervals from the conduit to the cable tray.
	i. Suspended cables should be installed with at least 3 inches of clear vertical space above the ceiling tiles and support channels (T-bars).
	ii. Suspended cables should be installed with additional space to allow for a maximum of 1 foot cable sag while keeping cables a minimum of 4 inches above ceiling grid.

	b. When routed through architectural or specialty areas, install a 1-inch conduit from the rough-in box to the accessible ceiling.
	i. Terminate the conduit above the edge of the cable tray and install nylon bushings and pull string, the conduit is not required to be bonded to the cable tray.
	ii. Conduit shall be installed in accordance with ANSI/TIA-569-E, contain no more than the equivalent of (2) 90 degree bends and or 98.4 feet between pull boxes, and maintain a bend radius of 6 times the diameter of the conduit.


	2. At floor-mounted workstation locations, install a floor box or poke-thru specifically designed for the application and environment adequately sized to accommodate the quantity of installed horizontal data cables.
	a. Install (1) 1 inch conduit for every (6) cables from the floor box to the cable tray.
	i. For poke-thrus, route the conduit to the cable tray in the floor below.
	ii. Floor-mounted outlets should be avoided and all other possible design solutions shall be considered.


	3. For modular furniture workstations, a rough-in pathway shall be considered and designed according to the furniture type, quantity of cables, and location as required for each furniture system.
	a. The use of power poles shall be considered only on a case-by-case basis.

	4. For above ceiling-mounted outlets such as Wireless Access Points or IP Cameras, no rough-in is required, the data cable will terminate into a surface-mount box secured to the structure above the ceiling grid. Install cable outlet ID on ceiling grid...
	5. The electrical engineer shall design at a minimum (1) duplex NEMA 5-15R receptacle within 18” of each workstation outlet location.
	6. Telecommunications cabling shall maintain minimum separation from power conductors per NEC and TIA-569-E requirements.


	6.05 Backbone Cabling
	A. Backbone copper and fiber cables shall be installed as continuous, unspliced runs between designated termination points. Mid-span, branch, and field-repair splices are strictly prohibited. Fusion splicing to factory pigtails within an approved fibe...
	B. Inter-building Backbone Cabling (Campus)
	1. Copper
	a. Inter-building Backbone Copper Cabling shall be outdoor-rated, PE-39 type, 24 AWG, gel-filled (flooded), shielded or unshielded as required by application, suitable for direct burial or conduit installation.
	Standard installation shall be:
	i. 25-pair PE-39 copper cable from the Campus MDF to the IDF-1 in each campus building.
	ii. Pair count shall be based on current and projected service requirements with a minimum of 25% spare capacity.
	All inter-building copper shall be installed within underground conduit systems and, where applicable, MaxCell 3x3 traceable fabric innerduct.
	At minimum:
	ii. Provide a 15-foot service loop at each building entrance termination point (Campus MDF and IDF-1).
	iii. Provide 15 feet of service loop in each manhole or vault.
	iv. Slack shall be neatly coiled and secured above potential water line.
	v. Cables shall be secured in MDF and IDF spaces using hook-and-loop (Velcro) straps only. Nylon zip ties are prohibited.

	b. Termination and Protection
	All inter-building copper backbone cables shall terminate on:
	i. UL-listed 110-type IDC protection panels (in/out configuration)
	ii. Equipped with UL-listed, appropriate DITEK 5-pin solid-state, quick-acting protector modules selected and rated for the circuit and installation

	The secondary (protected) side of the lightning protection panel shall be terminated to a 110-type termination block with legs.
	Protection panels and termination blocks shall be wall-mounted on fire-retardant plywood backboard.
	c. Grounding and Bonding
	Lightning protection panels shall be bonded to the Telecommunications Grounding Busbar (TGB) in accordance with:
	i. ANSI/TIA-607-E
	ii. NEC Article 800
	iii. NEC Article 830 (where applicable)

	Ground conductors shall be sized per code and routed in the most direct path to the TGB.
	Metallic armor (if used) shall be bonded in accordance with manufacturer and code requirements.

	2. Fiber
	a. All inter-building backbone fiber optic cabling shall be armored, loose-tube, outdoor-rated 24-strand Singlemode OS2 fiber optic cable routed from the Campus MDF to the IDF-1 in each campus building.
	All inter-building fiber shall be installed within a minimum 4-inch underground conduit system containing MaxCell 3x3 traceable fabric innerduct sized to maintain fill compliance and future growth capacity. Cable shall be dressed with fan-out kits as ...
	i. 15 feet of service loop in each manhole or vault.
	ii. Service loops shall be neatly coiled and secured to wall-mounted brackets or cable racking systems.
	iii. Slack shall be stored above potential water line within vaults.

	Backbone fiber cables serving critical facilities or datacenter-classified MDF spaces shall be routed in diverse conduit pathways where available.
	b. Termination
	All strands of each backbone fiber cable shall be terminated unless otherwise approved in writing by ITS.
	Terminations shall be:
	i. Fusion-spliced to factory LC pigtails
	ii. Installed in 19-inch rack-mounted fiber termination housings
	iii. Connected to rear-loaded LC adapter panels

	Mechanical terminations are not permitted.
	Fiber patching shall be segregated from copper cabling and installed within a designated fiber routing system where provided.
	c. Slack Storage and Handling
	d. Slack shall be stored and handled to preserve the manufacturer-required bend radius, prevent tensile loading, and remain accessible for future maintenance. Slack is not required in handholes or small intermediate pull boxes unless specifically dire...
	Slack shall:
	i. Be coiled in a figure-eight or circular configuration
	ii. Be secured to approved slack storage brackets
	iii. Not be wrapped around conduit or left unsupported

	Slack at building entrances (MDF / IDF-1) shall be stored on ladder rack or wall-mounted fiber storage hardware.


	C. Intra-building Backbone Cabling
	1. Copper
	a. Intra-building Backbone Copper Cabling shall be 25-pair Category 3 plenum rated 24 AWG UTP from the IDF-1 to each of the IDF-2s in the building. Provide a 10-foot service loop at both ends of each cable stored on the wall above or below the cable r...
	b. Intra-building Backbone Copper Cabling shall terminate on a 110 Block with legs; blocks shall be wall mounted.

	2. Category 6A Network Uplinks
	a. Category 6A network uplinks shall be (2) Category 6A UTP plenum rated blue sheath, between the Special Systems patch panels in MDF and IDFs on adjacent floors that are vertically stacked, and between IDF-2s on the same floor, where the permanent li...

	3. Fiber
	a. Intra-building Backbone Fiber Optic Cabling shall be tight buffered plenum-rated composite 6-Strand Singlemode / 6-Strand 50 micron OM4 Multimode, encased in orange interlocking armor. Provide from the IDF-1 to each of the IDF-2s in the building. P...
	b. Terminate all strands of each fiber optic cable on LC connectors. Connect terminated LC connectors to the back of coupler panels placed into 19-inch rack-mounted fiber optic termination housings.



	6.06 Horizontal Cabling
	A. Workstation Cable
	1. Horizontal Data Cabling shall be Category 6/6A UTP, minimum factory sweep tested to 550 MHz, plenum rated, blue sheath, installed from the patch panel in the MDF or IDF to the workstation location not to exceed 295 feet for the permanent link. Prov...
	2. At the workstation, each Category 6/6A cable shall be terminated in a gray Category 6/6A modular jack insert and snapped into a 2-gang, furniture, floor box or poke-thru faceplate. Faceplates shall be equipped with desi-windows for labeling and bla...
	3. In the MDF or IDF, each Category 6/6A cable shall be terminated on the back of Category 6/6A 48-port IDC patch panels which are mounted in the 19-inch racks.
	4. Category 6/6A cable shall be terminated using the T568B pin/pair assignment in accordance with ANSI/TIA-568.2-D.
	5. Horizontal cabling shall be manufactured by:
	a. BerkTek
	b. General
	c. Hitachi

	6. Existing Category 5e cabling that is outside the project scope may remain in service when it is in good condition, supports the intended application, and passes applicable testing requirements. All new, replaced, relocated, or extended horizontal c...

	B. Patch Panels
	1. Horizontal cables shall be terminated at the MDF/IDF rooms on high-density integrated patch panels incorporating Category 6/6A jacks (non-keyed 8-pin), meeting the specifications for the telecommunications outlet detailed in the section above.
	2. Patch panel configuration shall be 48 ports.
	3. Standard Data Cable patch panel shall exceed ANSI/TIA-568.1-D and ANSI/TIA-568.2-D. Category 6/6A component compliance standard. All pair combinations shall be considered, with the worst-case measurement being the basis for compliance.
	4. Special Systems (WAP & Uplink) Data Cable patch panel shall exceed ANSI/TIA-568.1-D and ANSI/TIA-568.2-D. Category 6A component compliance standard. All pair combinations shall be considered, with the worst-case measurement being the basis for comp...
	5. The patch panels shall be interoperable and backwards compatible to lower performing cabling systems.
	6. Panels shall incorporate cable support and/or strain relief mechanisms to secure the horizontal cables at the termination block and to ensure that all manufacturers’ minimum bend radius specifications are adhered to.
	7. The patch panel shall have color-coded designation strips to identify cable count.
	8. Patch panels shall be manufactured by Leviton.

	C. Patch Cords
	1. The percentage distributions and quantities listed below may be used for cost estimating only. Before patch cords are ordered, the project technology consultant and ITS Network Operations shall verify and approve the final quantities, colors, and l...
	2. In each MDF or IDF, furnish one (1) Category 6 modular non-booted Leviton Small Diameter High-Flex patch cord, or a current ITS-approved equivalent compatible with the installed termination system, for each terminated horizontal data cable. For est...
	a. Blue – Cat 6 [Standard data]
	i. 10% 5-foot
	ii. 25% 7-foot
	iii. 25% 10-foot
	iv. 25% 14-foot
	v. 15% 20-foot

	b. Green – Cat 6 [VoIP Phone]
	i. 10% 5-foot
	ii. 25% 7-foot
	iii. 25% 10-foot
	iv. 25% 14-foot
	v. 15% 20-foot

	c. Yellow – Cat 6A [Wireless APs]
	i. 33% 5-foot
	ii. 33% 7-foot
	iii. 34% 10-foot

	d. Red – Cat 6 [Fire Alarm or Security Equipment]
	i. Two (2) 10-foot for each cable installed


	3. Patch cords used within MDF and IDF equipment racks shall be Leviton Small Diameter High-Flex patch cords or a current ITS-approved equivalent compatible with the installed termination system. For endpoint outlets, furnish one (1) standard-diameter...
	a. Blue – Cat 6
	i. 50% 10-foot
	ii. 50% 14-foot

	b. Black – Cat 6
	i. 50% 10-foot
	ii. 50% 14-foot

	c. Yellow – Cat 6A [Wireless APs]
	i. 50% 1-foot
	ii. 50% 3-foot


	4. Fiber optic patch cables shall be furnished by the ITS Network Operations.

	D. Workstation Configurations (data outlets)
	1. Modular Jack
	a. Data jacks shall be non-keyed 8-pin modular jacks.
	b. Termination components shall be designed to maintain the cable’s pair twists as closely as possible to the point of mechanical termination.
	c. Jacks shall utilize a four-layer printed circuit board to control NEXT.
	d. Jack housings shall fully encase and protect printed circuit boards and IDC fields.
	e. Modular jack contacts shall accept 2500 plug insertions.
	f. Modular jack contacts shall be formed flat for increased surface contact with mated plugs. These contacts shall be arranged on the PC board in two staggered arrays of four to maximize contact spacing and minimize crosstalk.
	g. Jacks shall terminate 22-26 AWG stranded or solid conductors.
	h. Jacks shall terminate insulated conductors with outside diameters up to .050”.
	i. Jacks shall be compatible with ANSI/TIA-606-D color code labeling and accept snap on icons for identification or designation of applications.
	j. Jacks shall be marked as either T568A or T568B wiring.

	2. Category 6/6A jacks shall be manufactured by Leviton.

	E. Office Workstation
	1. Install (2) Category 6 cables terminated on gray jack inserts into a single gang flush faceplate with a double gang backbox.
	a. Furnish a minimum of (1) 2-port workstation on each of (3) walls in each office.
	b. Modular furniture clusters shall be designed to accommodate the user requirements at the time of construction.
	c. For locations with more than 4-ports, install a double gang faceplate.

	2. Category 6 jacks shall be manufactured by Leviton to match District standards

	F. Classroom Instructor Workstation
	1. Install (2) Category 6 cables terminated on gray jack inserts into a single gang flush faceplate with a double gang backbox/mud ring.
	a. Furnish a minimum of (2) 2-port instructor workstations in each classroom oriented in the front and back of each room.

	2. Category 6 jacks shall be manufactured by Leviton to match District standards.

	G. High-Density Workstation
	1. Install up to (6) Category 6 cables terminated on gray jack inserts into a double gang flush faceplate.
	2. Category 6 jacks shall be manufactured by Leviton to match District standards.

	H. Emergency Wall-Phone Outlet
	1. Install (2) Category 6 cables terminated on a gray jack insert into a single gang faceplate mounted at the Architect’s designated height for emergency phones with a double gang backbox/mud ring.
	2. Category 6 jacks shall be manufactured by Leviton to match District standards.

	I. Ceiling-mounted Projector Outlet
	1. Install (2) Category 6 cables terminated on a gray jack insert into a single gang faceplate at the projector plate with a double gang backbox.
	2. Category 6 jacks shall be manufactured by Leviton to match District standards.

	J. Flat-panel Display Outlet
	1. Install (2) Category 6 cables terminated on a gray jack insert into a single gang faceplate at the flat panel display plate with a single gang backbox.
	2. Category 6 jacks shall be manufactured by Leviton to match District standards.

	K. Wireless Access Point Outlet
	1. Install (2) Category 6A cables with 20-foot slack loops at each workstation, terminated on gray jack inserts into a single gang flush faceplate or surface mount box secured to the building structure when mounted above the ceiling. Install a double ...
	2. When a Wireless Access Point workstation is installed above the ceiling grid, a label identical to the label on the surface mount box shall be permanently attached to the ceiling grid directly below the surface mount box.
	3. In rooms where the ceiling height exceeds 12’ AFF, the AP shall be pendant-mounted with a backbox at 11-12’ AFF.
	4. At the time of construction, the designer shall take into account the user requirements for wireless coverage and include a sufficient quantity of WAP workstations to enable said coverage.
	5. Wireless Access Point Mounting
	a. Wireless Access Points shall be mounted:
	i. Centered in the nearest ceiling tile closest to indicated location when ceiling height is 8-12 feet AFF
	ii. Pendant-mounted when ceiling exceeds 12 feet AFF
	iii. Not higher than 12 feet AFF without written approval

	b. All WAP installations shall allow servicing from standard ladder access.
	c. No WAP shall be installed inside enclosed soffits or inaccessible ceiling cavities.
	d. Wireless density design shall be validated using predictive modeling prior to construction and approved by the ITS Network Operations.


	L. IP Camera Outlet
	1. Install (1) Category 6 cable with 20-foot slack loop at each workstation, terminated on a gray jack inserts into a surface mount box when mounted above the ceiling.
	2. When an IP Camera Outlet is installed above the ceiling grid, a label identical to the label on the surface mount box shall be permanently attached to the ceiling grid directly below the surface mount box.
	3. The designer shall coordinate with the security engineer to determine quantities and locations of IP Cameras.
	4. IP Camera Mounting
	a. Indoor IP cameras shall be mounted between 9 feet and 12 feet Above Finished Floor (AFF), unless otherwise approved by the District Security Engineer.
	b. Outdoor IP cameras shall not exceed 15 feet AFF unless the camera is accessible from the roof. Exceptions must be approved in writing.
	c. Cameras installed above 12 feet AFF shall be serviceable using standard 8–10 foot A-frame ladder access. Installations requiring lift equipment must be approved in advance.
	d. Camera placement shall comply with ADA protrusion limits where applicable.


	M. Emergency Stanchion (Blue Light/Phone)
	1. Install one (1) Category 6 OSP-rated copper cable and one (1) OS2 armored single-mode fiber cable from the serving MDF or IDF to every emergency phone stanchion. Provide the appropriate DITEK lightning/surge-protection module on the copper cable at...


	6.07 Grounding
	A. Grounding shall be designed and installed in accordance with ANSI/TIA-607-E.
	B. Install a Telecommunications Main Grounding Busbar (TMGB) (per building) in the MDF and IDF-1s, and a Telecommunications Grounding Busbar (TGB) in each IDF-2.
	C. Install a Telecommunications Bonding Backbone (TBB), #3/0 AWG stranded green insulated copper conductor in a star topology between the TMGB and each TGB in each building. When IDFs are stacked a single TBB can be daisy-chained between TGBs back to ...
	1. Install a #3/0 AWG stranded green insulated copper conductor from the TMGB to the main building electrical service ground in each building.
	2. In a metal frame (structural steel) building, where the steel framework is readily accessible within or external to the room; each TGB and TMGB shall be bonded to the vertical steel metal frame using a minimum #6 AWG conductor. The connection to bu...

	D. Install a Grounding Equalizer Conductor, #3/0 AWG stranded green insulated copper conductor to interconnect multiple TBBs on the top floor and every third floor when required by ANSI/TIA-607-E.
	E. When exceeding 13 feet the conductors shall be sized at 2 kcmil per linear foot of conductor length up to a maximum of 3/0 AWG.
	F. Location of the grounding busbars shall remain accessible per NEC 250.94, and the specific location approved by an ITS Network Operations representative.
	G. Lightning and Surge Protection
	1. Where lightning or surge protection is required for copper cabling, provide the appropriate DITEK surge-protection module at the building entrance and at the outdoor device or associated NEMA enclosure, as applicable. The DITEK module shall be spec...
	2. All armored fiber optic cables serving outdoor locations shall be properly bonded and grounded in accordance with ANSI/TIA-607-E and manufacturer recommendations to mitigate indirect lightning events.


	6.08 Labeling
	A. Verify room numbers and confirm the final room numbering scheme prior to generating labels.
	B. Backbone Fiber and Copper Cables shall be labeled within 12 inches of the visible end of the jacket.
	C. Fiber Innerduct shall be labeled within 12 inches of the point of entry of the fiber optic enclosure.
	D. Cables shall be labeled identically at both ends.
	E. All labels shall be machine printed, heat-shrink or self-laminating type rated for plenum environments.
	F. Handwritten labels are prohibited.
	G. MDFs and IDFs Room shall be labeled (signage) with the permanent room designations that match the final building signage for cable labeling.
	H. Fiber optic backbone cable labels shall contain the cable origin room number, the cable destination room number, fiber strand numbers, and type (i.e. MDFA150-IDFC126-50MM001-024/SM001-012).
	I. Fiber optic enclosures shall be labeled alpha-numerically starting with the first fiber optic enclosure at the top of the first equipment rack. Place the enclosure identifier and cable destination label inside each fiber optic enclosure and on the ...
	J. Fiber optic couplers panels in fiber enclosures shall be labeled at each end by strand denoting MDF and/or IDF the cable comes from, and Strand number to and from respectively (i.e. IDFC126-50MM001-012).
	K. Copper backbone cable labels shall contain the cable origin room number, the cable destination room number, and cable pairs (i.e. MDFA150-IDFC126/001-025).
	L. Patch panels in each closet shall be uniquely alphabetically labeled sequentially starting with the first Patch Panel in the top of the first equipment rack (i.e. A, B, C, D, E, etc.). Each MDF or IDF starts with A and shall not repeat a letter. An...
	M. 110-type blocks shall contain the origin room number, destination room number, and pair numbers, under each pair termination. (i.e. MDFA150-IDFC126-PR 1-25). 110-type block labels shall be printed on product-specific label strips and placed into la...
	N. Workstation Faceplates shall be labeled denoting origin MDF/IDF Room Number, patch panel, and port number (i.e. IDFC126-B5).
	1. When a Wireless Access Point or IP Camera workstation is installed above the ceiling grid, a label identical to the label on the surface mount box shall be permanently attached to the ceiling grid directly below the surface mount box.

	O. Interbuilding backbone cabling shall be labeled within 18 inches from the end of the conduits entering and exiting underground enclosure. Labels will be in the form of “Location One-Location Two-# of Fiber Strands or Copper Pairs for Final-Destinat...
	P. All fiber optic and copper backbone cables shall be identified using self-laminating cable markers measuring approximately 2 inches by 3.5 inches. Labels shall be installed at the entry and exit points of every MDF, IDF, manhole, vault, and pull bo...

	6.09 Testing
	A. Terminated fiber optic strands shall be tested bi-directionally end to end be and certified in accordance with applicable industry standards with a light meter and OTDR field tester(s) that are within their calibration period.
	B. Terminated backbone copper cable links shall be tested in accordance with applicable industry standards for attenuation, continuity, and pin-mapping with approved field tester(s) that are within their calibration period.
	C. Terminated Category 6/6A UTP cable shall be tested as a Permanent Link in accordance with applicable industry standards for Category 6 compliance with approved field tester(s) that are within their calibration period.

	6.10 As-Built Documentation
	A. Produce as-built drawings depicting the installed Structured Cabling System in editable CAD (.DWG) and PDF formats, together with the other appropriate native source documents required by ITS Network Operations. Provide hardcopy and a laminated set...
	B. Produce cable records for the Structured Cabling System as installed to include a list of all horizontal and backbone cables produced in an Excel format and provided in hardcopy and electronic format indicating cable number, unique cable label, cab...
	C. Produce document of all test results for each cable, to include technician’s name and date stamp, a list of tested cables, and the individual results for each cable tested. Test results shall be sent to project manager, technology consultant and IT...
	D. Final acceptance of telecommunications infrastructure
	1. shall require:
	a. Verification of labeling accuracy
	b. Review of test results
	c. Confirmation of as-built drawing accuracy
	d. Completed IDF readiness checklist for each applicable MDF/IDF space, approved by ITS Network Operations.

	2. No project shall be considered complete until ITS Network Operations acceptance is issued.

	E. Warranty & Lifecycle Documentation
	1. Contractor shall provide:
	a. 15-year manufacturer system warranty certificate
	b. Electronic copy of cable manufacturer sweep test documentation
	c. Serial numbers for all patch panels and connectivity hardware
	d. Bill of materials including manufacturer part numbers and quantities installed

	2. Documentation shall be submitted prior to final payment approval.


	6.11 Telecommunications Space Criticality Classification
	A. Buildings shall be classified as:
	1. Tier 1 – Standard Academic / Administrative
	2. Tier 2 – Critical Operations (Police, Dispatch, Data Centers, Emergency Services)
	a. Tier 2 spaces shall include:
	i. Dual UPS systems
	ii. Dual diverse pathway entrance conduits
	iii. Redundant fiber backbone where feasible
	iv. Generator backup power for HVAC and IDF / MDF



	B. Classification shall be determined by ITS Network Operations.

	PART 7  Summary and Synopsis of Standards

	Part 1
	Part 2
	Part 3
	Part 4
	Part 5
	Part 6
	Part 7
	7.01 Summary
	A. All aspects of this Alamo Colleges Telecommunications Infrastructure Standards shall be applied to the design process for both new and renovated facilities.
	B. A Division 27 10 00 specification and T-Series drawings shall be commissioned and issued by the Architect during the design phases for each facility or project.
	C. Facility Standards
	A. Technical Standards

	PART 8  TELECOM ROOM READINESS CHECKLIST
	8.01 No active electronics (switches, UPS, etc.) shall be installed in an MDF or IDF unless it satisfies the requirements in the telecom room readiness checklist:

	PART 9  Telecommunications Diagrams
	9.01 Typical 2 rack layout
	A. Confirm placement with ITS Network Operations before bolting to the floor. Cable-manager basis of design: CPI 30130-719 horizontal; CPI 30165-703 6-inch vertical; CPI 30166-703 10-inch vertical; or current ITS-approved equivalents.
	B. 2 rack diagram



	Part 1
	Part 2
	Part 3
	Part 4
	Part 5
	Part 6
	Part 7
	Part 8
	Part 9
	9.01
	9.02 Typical 3 rack layout
	A. Confirm placement with ITS Network Operations before bolting to the floor. Cable-manager basis of design: CPI 30130-719 horizontal; CPI 30165-703 6-inch vertical; CPI 30166-703 10-inch vertical; or current ITS-approved equivalents.
	B. 3 rack diagram


	Part 1
	Part 2
	Part 3
	Part 4
	Part 5
	Part 6
	Part 7
	Part 8
	Part 9
	9.01
	9.02
	9.03 Typical NEMA 4X enclosure layout:
	A. Confirm placement with ITS Network Operations before mounting the box or drilling holes for penetrations
	B. NEMA enclosure layout


	Appendix 1 – Parking and Exterior Area Infrastructure Standards
	1.01 Document Purpose and Summary
	A. The purpose of this document is to provide design standards for parking areas and any outdoor space that require network connected devices such as cameras and wireless access points. This document governs any network connected device that is instal...

	1.02 Pathway and Infrastructure Requirements
	A. NEMA Enclosures – Remote Location Enclosure
	1. Outdoor telecommunications enclosures shall be minimum 24 x 24 x 8 inches, NEMA 4X stainless steel, unless otherwise approved by ITS Network Operations. Each enclosure shall be installed with a locking hasp and secured with an Owner-provided lock k...
	2. Always-on 120V power with a quad receptacle shall be provided inside each enclosure. Receptacles shall be GFCI protected. The low-voltage designer shall coordinate power requirements with the MEP engineer.
	3. Each enclosure shall have one (1) dedicated 1-1/4-inch conduit run from an underground handhole or pull box, stubbed up through the concrete base of the pole or emergency call stanchion. Low-voltage conduits to poles shall not be daisy-chained.
	4. Only devices mounted to the same physical structure as the enclosure shall be served by the enclosure. If another adjacent remote location has network connected devices, it will require its own enclosure.
	5. Where cameras or other network connected devices are to be installed on an emergency call stanchion, network devices shall reside inside the casing of the call stanchion. A NEMA enclosure is not necessary.
	6. A minimum of ten (10) feet of fiber optic service loop shall be provided inside each NEMA enclosure. The slack shall be neatly dressed, secured, and routed into the fiber termination enclosure while maintaining proper bend radius.

	B. Underground Enclosures (Handhole)
	1. All conduits from pole mounted NEMA enclosures shall run to an underground handhole.
	2. Handholes shall be placed at strategic cable-pulling and installation-assistance locations or as required by environmental and/or existing topographical conditions. The handholes shall be placed when bends exceed 180 degrees, when the conduit secti...
	3. The location of the handholes shall be away from traffic conditions and be easily accessible for maintenance. Installation of the handholes shall be such that water drainage will continue after installation.
	4. The handholes shall be placed on 4-inch deep rock/gravel bottom contained by wire mesh that allows drainage from the box and secures the rock/gravel in place to solidify the base of the handhole.
	5. All conduits entering or exiting handholes shall be sealed to prevent the movement of water through the duct.
	6. No more than (12) conduits originating at poles or call stanchions shall terminate in each handhole.
	7. Handholes shall be connected with 4” HDPE between each box and between last box and IDF or MDF closet. Additional 4” conduits shall be added between handholes to ensure a 40% conduit fill capacity is not exceeded.
	8. All conduits, whether occupied with cabling or not, shall have pull string from each accessible pull point.
	9. Handhole lid shall be clearly distinguishable as Telecom. The lid shall be labeled in embossed lettering with “Telecom” or a similar wording. Handhole shall not be provided with a lid labeled “Electrical” or any related term to high voltage electri...

	C. Horizontal Cabling Conduits
	1. All horizontal cabling above ground in parking areas shall be run through EMT conduit or equivalent. No cabling shall be exposed.
	2. The minimum conduit size for low-voltage cabling shall be 1 inch in diameter.
	3. Horizontal cabling for outdoor areas not associated with new construction or a building renovation shall be routed to the nearest practical IDF-1 location approved by ITS Network Operations.


	1.03 Device Mounting
	A. Anchors
	1. All outdoor mounted devices shall be installed to the manufacturer’s recommendations of the device being installed. Plastic anchors are not acceptable for mounting or installation of any device, enclosure, or conduit.
	2. If necessary, proper strut rail or other support shall be used to secure enclosure and other devices.

	B. Sealant
	1. Proper silicone sealant shall be installed where a device contacts the surface it is mounted to ensure a waterproof seal.

	C. Exterior Wireless Access Points shall be mounted between 10 and 12 feet above grade.

	1.04 Cabling Requirements
	A. Fiber
	1. Uplink Fiber Optic Cabling shall be armored loose tube, outdoor-rated 6-Strand OS2 single-mode fiber from the closest or most easily accessible IDF or MDF in the campus building, installed in 1-inch outdoor-rated innerduct, and dressed with fan-out...
	2. All new single-mode fiber installed shall be OS2 compliant to ITU-T G.652.D or newer standard.
	3. Cable shall be Berk-Tek Adventum or an ITS-approved equal.
	4. The designer shall provide one (1) fiber cable per remote location where fiber is required.
	5. A 10-foot service loop shall be provided at the serving MDF or IDF and stored on the wall above or below the cable runway.
	6. Slack is not required in small intermediate pull boxes unless specifically directed by ITS Network Operations. Where slack is required, it shall be secured with hook-and-loop fasteners and installed to maintain the manufacturer-required bend radius.
	7. All strands of each fiber optic cable shall be terminated on LC connectors. Fiber inside a NEMA enclosure or emergency stanchion shall be terminated and dressed using fan-out kits and LC connectors as required.
	8. A compact fiber enclosure shall be provided, and network electronics inside the NEMA enclosure or emergency stanchion shall be connected using an appropriate single-mode fiber patch cord.
	9. In the serving network closet, all strands of each fiber optic cable shall be terminated on LC connectors to the rear of coupler panels installed in a 19-inch rack-mounted fiber termination housing in the MDF or IDF.
	10. A dedicated fiber termination housing shall be provided for remote-location fiber. Special-systems fiber shall not be terminated in the same enclosure used for inter-building backbone fiber unless approved by ITS Network Operations.

	B. Copper
	1. All copper cable used in an outside-plant environment shall be OSP rated. Riser- or plenum-rated cable shall not be installed in underground conduit, exterior raceway, unconditioned outdoor spaces, concrete, or earth.
	a. Cable shall be Berk-Tek LANmark-1000 OSP rated or an ITS-approved equal.

	2. Cabling shall be terminated in accordance with the Alamo Colleges standards referenced in the main body of this document.
	3. Every emergency phone stanchion shall be served by one (1) Category 6 OSP-rated copper cable and one (1) OS2 armored single-mode fiber cable from the serving MDF or IDF. The Category 6 OSP copper cable shall be the primary active transport for the ...

	C. Labeling
	1. All cables shall be labeled in accordance with District standards.
	2. All copper and fiber cables shall be tagged with durable outdoor-rated labels at each end and at every handhole entrance and exit. Label identifiers shall match the as-built drawings.
	3. Each remote-location enclosure shall be assigned a sequential three-digit identifier. For example, remote-location enclosure 001 shall be identified as RE-001 on the as-built drawings and inside the enclosure using a permanent machine-generated label.


	1.05 Surge Suppression
	A. Network Device
	1. Each copper-connected network device installed in an outdoor environment shall be equipped with the appropriate DITEK surge-protection module selected and rated for the circuit and installation.
	2. The surge suppressor shall be rated for a minimum 20 kA per pair surge current and shall be properly bonded and grounded.
	3. Outdoor surge protectors shall be mounted inside a NEMA 4X enclosure or protected device housing.

	B. Analog Telephone Device
	1. Each copper-connected analog emergency phone shall have the appropriate in-line DITEK surge-protection module at the device and at the serving MDF or IDF.
	2. The surge suppressor shall be rated for a minimum 20 kA per pair surge current and shall be properly bonded and grounded.
	3. The DITEK model shall be approved by ITS Network Operations for the circuit type, conductor count, operating voltage, data or PoE characteristics, and installation location. The MDF/IDF protector shall be mounted on the plywood backboard near the a...


	1.06 Network Requirements
	A. Network Hardware – NEMA Enclosure
	1. An Owner-furnished hardened Alcatel Lucent switch will be installed for network connectivity.
	2. Fiber SFPs will be provided by Alamo Colleges when an Alcatel Lucent switch is provided.
	3. The enclosure mounting plate and a minimum 20-inch DIN rail shall be furnished and installed by Division 26, which is responsible for installing the NEMA enclosure. Division 27 shall coordinate required equipment locations and mounting clearances b...

	B. Network Hardware – Emergency Call Stanchion
	1. The Category 6 OSP copper cable shall remain the primary active transport for the emergency phone unless otherwise directed in writing by ITS Network Operations. Install an ITS-approved hardened PoE switch or single-mode media-conversion solution w...
	2. All network hardware shall be contained within the emergency call stanchion housing.
	3. A fiber SFP compatible with the Transition network SI-IES-121D-LRT shall be provided.

	C. Wireless Backhaul
	a. For a scenario where it is difficult or impossible to add pathways and cabling that conforms to this standard, wireless backhaul may be used.
	b. For any project where wireless backhaul is proposed, design and installation must be coordinated with ITS Network Operations as equipment must meet current ITS wireless network standards.


	1.07 Power Requirements
	A. New Install
	1. All remote enclosures shall have one always-on 120V quad receptacle that is GFCI protected. Each emergency phone stanchion shall also contain one always-on 120V GFCI-protected quad receptacle, coordinated and installed by Division 26.

	B. Retrofit
	1. If always-on power is not available at a remote location but photocell-controlled nighttime power is available, a Ventev battery-charging enclosure or ITS-approved equivalent shall be provided with the required transformers and sufficient capacity ...




